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Executive Summary 

This is a draft report. The Statewide CASE Team encourages readers to provide 

comments on the proposed code changes and the analyses presented in this draft 

report. When possible, provide supporting data and justifications in addition to 

comments. Suggested revisions will be considered when refining proposals and 

analyses. The Final CASE Report will be submitted to the California Energy 

Commission in December 2020.  

Email comments and suggestions to info@title24stakeholders.com by October 30, 

2020. Comments will not be released for public review or will be anonymized if shared.  

Introduction 

The Codes and Standards Enhancement (CASE) Initiative presents recommendations 

to support the California Energy Commissionôs (Energy Commission) efforts to update 

the California Energy Code (Title 24, Part 6) to include new requirements or to upgrade 

existing requirements for various technologies. Three California Investor Owned Utilities 

(IOUs)ðPacific Gas and Electric Company, San Diego Gas and Electric, and Southern 

California Edisonðand two Publicly Owned Utilities ðLos Angeles Department of 

Water and Power and Sacramento Municipal Utility District (herein referred to as the 

Statewide CASE Team when including the CASE Author) ðsponsored this effort. The 

program goal is to prepare and submit proposals that will result in cost-effective 

enhancements to improve energy efficiency and energy performance in California 

buildings. This report and the code change proposals presented herein are a part of the 

effort to develop technical and cost-effectiveness information for proposed requirements 

on building energy-efficient design practices and technologies. 

The Statewide CASE Team submits code change proposals to the Energy Commission, 

the state agency that has authority to adopt revisions to Title 24, Part 6. The Energy 

Commission will evaluate proposals submitted by the Statewide CASE Team and other 

stakeholders. The Energy Commission may revise or reject proposals. See the Energy 

Commissionôs 2022 Title 24 website for information about the rulemaking schedule and 

how to participate in the process: https://www.energy.ca.gov/programs-and-

topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency.  

The overall goal of this Draft CASE Report is to present a code change proposal for 

restructuring multifamily requirements. The report contains pertinent information 

supporting the code change. 

mailto:info@title24stakeholders.com
https://www.energy.ca.gov/programs-and-topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency
https://www.energy.ca.gov/programs-and-topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency
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Measure Description 

Background Information 

Under the current Title 24, Part 6 structure, multifamily buildings up to three habitable 

stories follow residential requirements, while multifamily buildings four habitable stories 

or greater follow some residential and some nonresidential building requirements. While 

this may have made sense when the codes were nascent and focused on the prevalent 

building types at the time, recent volume of multifamily building construction warrants 

attention to a multifamily building type. Codes based on analyses of single family homes 

do not adequately represent the equipment nor the enclosure of apartments. Likewise, 

analyses of commercial buildings cannot adequately capture the realities of multifamily 

equipment choices or schedules, or the residential aspects of air leakage and 

ventilation. 

With the growing recognition of the relevance of multifamily buildings to Californiaôs 

affordable housing crisis, the Energy Commission has decided that it is time to treat 

multifamily buildings as their own type, rather than as a combination of low-rise 

residential and nonresidential codes. The multifamily restructuring proposal eliminates 

the arbitrary split between three and four habitable story multifamily building 

requirements, and proposed requirements based on the type of construction and 

mechanical equipment used, regardless of the building height. 

Proposed Code Change 

The Statewide CASE Team proposes adding three chapters to Title 24, Part 6 

specifically for multifamily buildings. These chapters would cover mandatory 

requirements, prescriptive requirements, and addition and alteration requirements for 

multifamily dwelling unit and common area spaces. The content for each chapter would 

include portions of Title 24, Part 6 currently housed under the low-rise residential and 

nonresidential sections, refined for specific application to multifamily buildings. The 

chapters would include unified requirements that apply to multifamily buildings of all 

heights, with categorization by assembly or system type, dwelling units or common 

areas, and individual systems serving separate dwelling units or central systems serving 

multiple dwelling units. Generally, the unification will apply low-rise residential and 

nonresidential requirements to multifamily buildings as follows: 

¶ Where cost effective, the more stringent of the residential or nonresidential 

requirements for roofs, walls, floors, and fenestration will apply to multifamily 

building envelopes by assembly type. In some cases, the Statewide CASE Team 

grouped submeasures to create cost-effective prescriptive packages. 

¶ Residential HVAC requirements of Sections 150.0, 150.1, and 150.2 apply to 

HVAC systems serving individual dwelling units. Nonresidential requirements of 
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Sections 120.2 through 120.5, 140.4, and 141.0 apply to HVAC systems serving 

common areas and central systems serving multiple dwelling units. 

¶ Residential domestic hot water requirements apply to individual and central 

systems serving dwelling units. There is no resulting change in requirements 

because the 2019 high-rise residential requirements reference the low-rise 

residential requirements. 

¶ Residential lighting requirements apply to dwelling unit lighting and outdoor 

fixtures controlled from within dwelling units. Nonresidential lighting requirements 

apply to common area and outdoor spaces. This includes removal of the 

exception for nonresidential occupancies up to 20 percent of the conditioned floor 

area and the eight-car threshold for compliance with nonresidential outdoor 

lighting requirements. 

¶ Nonresidential electric power distribution requirements will apply to all multifamily 

buildings. 

This Draft CASE Report includes feasibility, market, energy, and cost analyses the 

Statewide CASE Team conducted for proposed changes that result in increased 

stringency for a specific multifamily building type.  

In addition to restructured 2019 requirements, some multifamily chapters include new 

measures or changes adopted for residential and/or nonresidential buildings for 2022 

Title 24, Part 6. The Energy Commission will consider each proposed measure 

individually, therefore these 2022 measure proposals are not discussed in this Draft 

CASE Report. For more information on the proposed 2022 multifamily measures, view 

draft CASE Reports posted at https://title24stakeholders.com/measures/building-

types/multifamily/2022/. 

Scope of Code Change Proposal 

The Statewide CASE Team examined a number of submeasures in which unification of 

low-rise residential and high-rise residential requirements would result in a change in 

stringency for a portion of multifamily buildings. These submeasures include: 

¶ Submeasure A: Envelope ï Roof Products Apply the more stringent 

prescriptive requirements by slope type (low or steep) and climate zone, as cost 

effective. This change would increase aged solar reflectance (ASR) and thermal 

emittance for low-slope roofs in buildings taller than three habitable stories in 

Climate Zones 13 and 15 from 0.55 to 0.63. It would add 0.55 solar reflectance 

and 0.75 thermal emittance requirements in Climate Zones 9 through 11 and 14 

for low-slope roofs in buildings under four habitable stories.  

For steep-sloped roofs, the proposed code requirement would align with the 

current requirement for multifamily buildings under four habitable stories, due to 

https://title24stakeholders.com/measures/building-types/multifamily/2022/
https://title24stakeholders.com/measures/building-types/multifamily/2022/
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low likelihood of steep-sloped roofs in taller multifamily buildings. Multifamily 

buildings in Climate Zones 1 through 9 and 16 would not have an ASR 

requirement.  

¶ Submeasure B: Envelope ï Roof/Ceiling Insulation 

Mandatory Measures: Apply mandatory low-rise residential maximum U-factor 

of 0.043 for the ceiling or rafter roof to multifamily buildings with attics. Apply 

mandatory nonresidential maximum U-factors of 0.098 for metal roofs and 0.075 

for wood framed and other roofs to non-attic roofs in buildings less than four 

habitable stories.  

Prescriptive Measures: Apply prescriptive low-rise residential requirements 

from Table 150.1-B to multifamily buildings with attics, including both Option B 

(below deck insulation high-performance attic) and Option C (ducts in 

conditioned space) pathways. Apply high-rise residential prescriptive U-factor 

requirements using both the metal building and wood-framed or other roof 

categories.  

¶ Submeasure C1: Envelope ï Wall U-Factor Combine wall-U-factor 

requirements from the 2019 residential and nonresidential chapters into a single 

table of requirements, by wall assembly type, for all multifamily buildings. 

Stakeholder feedback on code compliance and enforcement cited potential 

complications resulting from the intersection of fire code (Title 24, Part 9) and 

energy code (Title 24, Part 6). The proposal differentiates wall assembly types by 

their fire rating for select wall assemblies. This allows high-fire rating wall types, 

which have constructability limitations and are more costly to insulate, to adhere 

to less stringent U-factor requirements than walls with lower fire ratings.  

The proposed wall assembly types, with varied mandatory and prescriptive 

requirements by climate zone, are the following: 

o Metal buildings 

o Framed (wood or metal), high fire rating (two- or three-hour) 

o Framed (wood or metal), low fire rating (zero or one-hour), and other wall 

types 

o Heavy mass (<15 Btu/ft2-F) 

o Light mass (7-15 Btu/ft2-F) 

This submeasure was packaged with fenestration properties and all-electric 

HVAC submeasures for cost-effectiveness. 

¶ Submeasure C2: Envelope ï Quality Insulation Installation (QII) Apply low-

rise residential prescriptive QII requirements to all multifamily buildings up to 
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40,000 ft2 of total building conditioned floor area (CFA). The proposed change 

applies to additions greater than 700 ft2 CFA and does not apply to alterations. 

¶ Submeasure D1: Envelope ï Fenestration Properties New Construction 

Mandatory Measures: Applies the low-rise residential mandatory maximum U-

factor requirement to multifamily buildings greater than three habitable stories 

that use non-curtain wall fenestration types. 

Prescriptive Measures: Create a single set of fenestration energy performance 

requirements that apply across all multifamily buildings depending on the window 

type. 

The current nonresidential code table includes four window categories (fixed, 

operable, curtainwall/storefront and glazed doors) while the residential code 

bundles all window types into a single area-weighted average requirement (with 

some variation by climate zone). The proposed code creates two window 

categories, with climate-zone differentiation only for RSHGC in Climate Zone 1 ï 

curtainwall/storefront and all-other windows 

o Curtainwall and storefront windows: Applies a more stringent requirement 

than current code.  

o All-other windows: Applies the current residential window requirements for 

all other windows. Allows for an area-weighted average across all 

fenestration to fulfill the prescriptive requirement. This removes the 

operable/fixed/glazed door distinctions currently defined in the 

nonresidential code.  

This measure also harmonizes the residential and nonresidential prescriptive 

code compliance methods that account for window heat gain impacts of 

overhangs, side fins, and other permanently affixed features. The residential 

code refers to this as adjusted solar heat gain coefficient (SHGC) and the 

nonresidential code as Relative SHGC (RSHGC). Each uses a different 

methodology. The proposed measure will use the RSHGC methodology for 

prescriptive compliance with all multifamily windows. Performance compliance 

will still leverage the side fin and overhang shading modeling algorithms 

embedded in approve compliance software tools. 

This measure was packaged with wall u-factor and the all-electric HVAC 

submeasures for cost-effectiveness. 

¶ Submeasure D2: Envelope ï Fenestration Properties Alterations and 

Additions:  

Alterations: The proposed code has different requirements by window type; 

fixed, operable, glazed door, and curtain wall. The requirements are the same for 
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all climate zones, except Climate Zone 1 which has a less stringent SHGC 

requirement.  

Additions: The proposed code requirements are based on an area-weighted 

average of thermal properties for all fenestration.  

For both alterations and addition, the proposal calls for less restrictive 

requirements when a small volume of fenestration is being added or altered. This 

proposal constitutes thermal property levels that fall between the current 

nonresidential and residential requirements. 

¶ Submeasure E: Envelope ï Fenestration Area Apply the prescriptive low-rise 

residential 20 percent window-to-floor area maximum (inclusive of skylights) to 

high-rise buildings and the prescriptive high-rise residential 40 percent window-

to-wall area maximum and 5 percent skylight to roof ratio to low-rise buildings. 

This measure would result in a dual metric. To comply prescriptively, the window 

area must comply with both limits simultaneously.  

The submeasure includes performance approach penalties for exceeding 40 

percent window-to-wall ratio on the west-facing faade. The Standard Design 

shall match window-to wall ratio if less than 40 percent and will be 40 percent 

when the Proposed Design exceeds 40 percent. The submeasure does not 

include a maximum 5 percent window-to-floor area ratio for west-facing glazing 

from the residential requirements.  

¶ Submeasure F: Space Conditioning ï Duct Insulation Apply high-rise 

requirements for R-4.2 mandatory duct insulation on supply ducts in indirectly 

conditioned space (regardless of whether they are HERS verified low-leakage 

ducts or not) to all multifamily buildings. The existing allowance in both low-rise 

and high-rise buildings for uninsulated ducts exposed to directly conditioned 

space remains. The low-rise requirements of R-6 mandatory duct insulation and 

R-8 prescriptive duct insulation in Climate Zones 1-2, 4, and 8-16 would apply for 

ducts in all other locations. This proposal does not result in increased stringency 

and does result in reduced stringency in certain situations. The impact of this 

reduced stringency is presented in Sections 4 and 6.  

¶ Submeasure G: Space Conditioning ï Duct Leakage Testing Apply 

mandatory verification of duct sealing for multifamily buildings three habitable 

stories and less to multifamily buildings four habitable stories and greater with 

ducted systems serving individual dwelling units. Duct systems regardless of 

location must be tested to meet no greater than 12 percent total leakage or no 

greater than six percent leakage to outside. Diagnostic field verification and test 

protocols are described in Residential Reference Appendix RA3.1. 
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¶ Submeasure H: Space Conditioning ï Space Cooling Airflow Rate and Fan 

Efficacy Apply mandatory verification of airflow and fan efficacy for multifamily 

buildings three habitable stories and less to multifamily buildings four habitable 

stories and greater with ducted cooling systems serving individual dwelling units. 

Systems must meet 350 cfm per nominal ton of cooling or greater and either 0.45 

W per cfm for gas furnaces or 0.58 W per cfm for all other air handlers. 

Diagnostic field verification and test protocols are described in Residential 

Reference Appendix RA3.3. 

¶ Submeasure I: Space Conditioning ï Refrigerant Charge Verification Apply 

prescriptive verification of refrigerant charge for multifamily buildings three 

habitable stories and less to multifamily buildings four habitable stories and 

greater with cooling systems serving individual dwelling units. The prescriptive 

requirement applies to Climate Zones 2 and 8 through 15. Diagnostic field 

verification and test protocols are described in Residential Reference Appendix 

RA3.2. 

¶ Combination G-I: Space Conditioning ï HERS Verification Package All three 

verification measures (duct sealing, airflow rate and fan efficacy, and refrigerant 

charge) will apply to many multifamily buildings, all with ducted cooling systems. 

As such, they have also been evaluated as a combined package and results are 

presented for the entire package. Refrigerant charge is only evaluated in Climate 

Zones 2 and 8 through 15 where it proposed as a prescriptive requirement. 

Based on cost effectiveness results duct sealing was not justified in Climate 

Zones 1, 3, and 5 and is not included in the package in these climates. 

Table 1 summarizes the scope of the proposed changes and which sections of 

standards, Reference Appendices, Alternative Calculation Method (ACM) Reference 

Manual, and compliance documents would need to be modified as a result of the 

proposed change(s). 

Table 1: Scope of Code Change Proposal by Submeasure 

Measure 
Name 

Type of 
Requirement 

Sections of Code 
Unified 

Sections of ACM 
Reference 
Manual Unified 

Compliance 
Document(s) Unified 

Roof 
Products 

Prescriptive 150.1 and 140 Residential 2.6.1 
and 2.6.6 and 
Nonresidential 
5.5.3 

CF1R-NCB-01-E, 

NRCC-ENV-E,  
and CF2R-ENV-04 

Roof/Ceiling 
Insulation 

Mandatory 150.0(a) and 
120.7(a) 

N/A N/A 

Roof/Ceiling 
Insulation 

Prescriptive 150.1 and 140 Residential 2.6.6 

and Nonresidential 
5.5.3 

CF1R-NCB-01-E, 
NRCC-ENV-E,  
and CF2R-ENV-03 
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Measure 
Name 

Type of 
Requirement 

Sections of Code 
Unified 

Sections of ACM 
Reference 
Manual Unified 

Compliance 
Document(s) Unified 

Wall U-
Factor 

Mandatory 150.0(b) and 
120.7(b) 

N/A N/A 

Wall U-
Factor 

Prescriptive TABLE 150.1-B 
and TABLE 140.3-
C 

Residential 2.5.6.3 
and Nonresidential 
5.5.4 

CF1R-NCB-01-E, 
NRCC-ENV-E, 
and CF2R-ENV-03 

QII Prescriptive 150.1(c)1E, TABLE 
150.1-B, 140.3, 
and 

TABLE 140.3-C 

Residential 3.5.1 CEC-CF1R-NCB-01-E, 
CEC-CF2R-ENV-21, 
CEC-CF3R-ENV-21, 
CEC-CF2R-ENV-22, 
CEC-CF3R-ENV-22, 
NRCC-ENV-01-E, 
NRCI-ENV-01-E, 
NRCV-ENV-01 

Fenestration 
Properties 

Mandatory 150.0(q) N/A N/A 

Fenestration 
Properties 

Prescriptive TABLE 150.1-B 
and TABLE 140.3-
C 

Residential 2.5.6.6 

and Nonresidential 
5.5.7 

CF1R-NCB-01-E, 
NRCC-ENV-E,  
and CF2R-ENV-01 

Fenestration 
Area 

Prescriptive TABLE 150.1-B 
and TABLE 140.3-
C 

Residential 2.5.6.6 

and Nonresidential 
5.5.7 

CF1R-NCB-01-E, 
NRCC-ENV-E,  
and CF2R-ENV-01 

Duct 
Insulation 

Mandatory 150.0(m)1B and 
120.4(a) 

N/A N/A 

Duct 
Insulation 

Prescriptive 150.1(c)9 and 
140.4(no 
requirement) 

Residential 2.4.6.9 CF1R-NCB-01-E 

Duct Sealing 
and Testing 

Mandatory 150.0(m)11C, 
120.4(a), and 
140.4(l) (only 
prescriptive 
requirement) 

N/A CF2R-MCH-20a-and 
20b,  

CF3R-MCH-20a and 
20b, NRCC MCH-E, 
and NRCV-MCH-04-H 

Airflow and 
Fan Watt 
Draw 

Mandatory 150.0(m)13B&C 
and 140.4(no 
requirement) 

N/A CF2R-MCH-23a 
through 23f, CF3R-
MCH-23a through 23f, 
CF2R-MCH 22a 
through 22d, CF3R-
MCH-22a through 22d, 
and NRCC-MCH-E 

Refrigerant 
Charge 
Verification 

Prescriptive 150.1(c)7A and 
140.4(no 
requirement) 

Residential 
Section 2.4.5 

CF2R-MCH-25a 
through 25f, CF3R-
MCH-25a through 25f, 
and NRCC-MCH-E 
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Market Analysis and Regulatory Assessment 

Title 24, Part 6 requirements for multifamily buildings are dispersed throughout Sections 

100.0 through 150.2, spanning residential and nonresidential sections. Which 

requirements apply to each multifamily building depend on whether the building is up to 

or above three habitable stories in height and what percentage of the floor area is made 

up of dwelling units. By unifying and consolidating these requirements for multifamily 

buildings, the Statewide CASE Team intends to streamline compliance and 

enforcement for building departments, architects, developers, mechanical designers, 

energy consultants, installers, HERS Raters, and energy efficiency program 

implementers.  

All submeasures proposed in this Draft CASE Report originate from requirements in the 

2019 residential or nonresidential chapters of Title 24, Part 6. These measures have 

been vetted through previous CASE studies for technical feasibility and market 

availability and have been implemented successfully in multifamily buildings in 

California.  

Cost Effectiveness  

The benefit-to-cost (B/C) ratio compares the benefits or cost savings to the costs over 

the 30-year period of analysis. Proposed code changes that have a B/C ratio of 1.0 or 

greater are cost effective. The larger the B/C ratio, the faster the measure pays for itself 

from energy cost savings. The B/C ratio by submeasure are summarized in Table 2. 

See Section 5 for the methodology, assumptions, and results of the cost-effectiveness 

analysis.  
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Table 2: Cost Effectiveness by Submeasure 

Submeasure Name Applicable Climate Zones B/C Ratio Range 

Roof Products CZ 9-11, 13-15 5.21 and greater 

Roof/Ceiling Insulation All N/A 

Wall U-Factor CZ 1-5, 8-10, 13 0.58-1.28 

QII CZ 1-6, 8-16 1.11-2.91 

Fenestration Properties All 0.02-5.32 

Fenestration Area All N/A 

Wall U-Factor, Fenestration 
Property, All-Electric Combination 

All >1 

Duct Insulation All N/A 

HVAC Verification Package All (refrigerant charge CZ 2, 8-
15; duct sealing CZ 2, 4, 6-16) 

1.53-3.79 

Statewide Energy Impacts: Energy, Water, and Greenhouse Gas (GHG) 
Emissions Impacts 

Table 3 presents the estimated energy and demand impacts of the proposed code 

change that will be realized statewide during the first 12 months that the 2022 Title 24, 

Part 6 requirements are in effect. First-year statewide energy impacts are represented 

by the following metrics: electricity savings in gigawatt-hours per year (GWh/yr), peak 

electrical demand reduction in megawatts (MW), natural gas savings in million therms 

per year (MMTherms/yr), and time dependent valuation (TDV) energy savings in kilo 

British thermal units per year (TDV kBtu/yr). See Section 6 for more details on the first-

year statewide impacts calculated by the Statewide CASE Team. Section 4 contains 

details on the per-unit energy savings calculated by the Statewide CASE Team.  
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Table 3: First-Year Statewide Energy and Impacts  

Measure 

 

Electricity 
Savings 

(GWh/yr) 

Peak 
Electrical 
Demand 
Reduction 

(MW) 

Natural Gas 
Savings 

(MMTherms) 

TDV 
Energy 
Savings 

(TDV 
million 
kBtu/yr) 

Roof Properties (Total)  0.93   0.62   (0.01)  34.9  

New Construction  0.19   0.11   (0.00)  7.0  

Additions and Alterations  0.74   0.51   (0.01)  28.0  

Roof/Ceiling Insulation (Total)  0.01   (0.01)  (0.01)  (1.6) 

New Construction  0.01   (0.01)  (0.01)  (1.6) 

Additions and Alterations N/A N/A N/A N/A 

Wall U-Factor (Total) 0.08   (0.02) 0.0  5.3  

New Construction 0.08   (0.02) 0.0  5.3  

Additions and Alterations N/A N/A N/A N/A 

QII (Total)  0.03   0.02   0.01   1.5  

New Construction  0.03   0.02   0.01   1.5  

Additions and Alterations N/A  N/A N/A N/A 

Fenestration Properties (Total)  6.5   1.5  0.6   335  

New Construction  (0.4)  (0.1) 0.2  50  

Additions and Alterations  7.0   1.7   0.4  284               

Duct Insulation (Total) (0.04) (0.00) (0.01) (5.6) 

New Construction (0.01) (0.00) (0.00) (0.8) 

Additions and Alterations (0.04) (0.00) (0.01) (4.7) 

HVAC Verification Package (Total) 8.66  2.82   (0.02) 297  

New Construction 2.49  0.83   (0.01) 86.3  

Additions and Alterations 6.18  1.99   (0.02) 211  

Energy modeling of envelope measures consistently revealed minimal energy savings 

potential across all four multifamily prototypes. Savings were on the order of 15 kWh 

and 3 therms per-dwelling unit, as shown in Section 4.3 Per-Unit Energy Impacts 

Results. This indicates that improvements upon the current prescriptive requirements 

have reached a point of diminishing returns. In some cases, especially regarding 

windows, reducing the thermal conductivity (u-factor) of the envelope leads to increased 

energy use as the buildingôs mechanical cooling is needed to purge internal gains 

unable to dissipate through the envelope. These low savings in turn result in persistent 

difficulty showing cost effectiveness of potential proposed code changes; savings are 

not high enough to cover even minimal cost variations. Additionally, variances between 

CBECC-Res and CBECC-Com modeling algorithms resulted in minimal, or even 

negative savings in one software (and therefore building sector) where the other 

software calculated sufficient savings to become code in prior years. In pursuit of a 
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unified multifamily code that follows all cost-effectiveness requirements, the Statewide 

CASE Team grouped submeasures into prescriptive packages to achieve cost-

effectiveness and in some cases reverted to relaxing some standards in either the 

residential or nonresidential chapters. This necessity leads to per-unit energy losses in 

certain building subsectors. The statewide energy losses from such measures are 

typically low because the population of affected buildings is low. In aggregate, the 

proposed changes result in net statewide energy savings from envelope measures.  

Since there is no duct model currently in the software, the HVAC verification package 

savings were estimated using a workaround to modeling duct leakage in CBECC-Com. 

This is described in Section 4.2.1.2. This approach accounts for the reduced airflow to 

the space and resulting heating and cooling system increases to deliver the same 

capacity to the space. However, it does not fully account for the energy losses 

associated with conditioning air that is subsequently lost to outside the thermal 

envelope. Therefore, it is anticipated that this approach is a conservative estimate of the 

energy savings associated with duct sealing measures. The increase in energy use 

from the duct insulation measures is minimal.  

Table 4 presents the estimated avoided GHG emissions associated with the proposed 

code change for the first year the standards are in effect. Avoided GHG emissions are 

measured in metric tons of carbon dioxide equivalent (metric tons CO2e). Assumptions 

used in developing the GHG savings are provided in Section 6.1.2 and Appendix C of 

this report. The monetary value of avoided GHG emissions is included in TDV cost 

factors included in the cost effectiveness analysis.  

Table 4: First-Year Statewide GHG Emissions Impacts 

Measure Avoided GHG 
Emissions 

(Metric Tons CO2e/yr) 

Monetary Value of Avoided 
GHG Emissions 

($2023) 

Roof Products  157  $16,712 

Roof/Ceiling Insulation  (47)  ($4,941) 

Wall U-Factor  101  $10,769  

Quality Insulation Installation  51.08   8,183  

Fenestration Properties 4,704   $499,514 

Fenestration Area N/A N/A 

Duct Insulation (48) ($5,098) 

HVAC Verification Package                         1,953  $207,409 

Total 6,871 $729,789 

Water and Water Quality Impacts 

The proposed measures are not expected to have any impacts on water use or water 

quality, excluding impacts that occur at power plants. 
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Compliance and Enforcement 

Overview of Compliance Process 

The Statewide CASE Team considered methods to streamline the compliance and 

enforcement process for multifamily buildings in developing the proposed restructuring 

of Title 24, Part 6. Perhaps the greatest benefit in compliance and enforcement is that 

relevant multifamily requirements from Subchapters three through nine (Sections 120.0 

through 150.2) would be consolidated into three subchapters of code language specific 

to multifamily buildings, reducing the need to jump from subchapter to subchapter to 

collect the requirements for a multifamily building.  

The unification submeasures align low-rise and high-rise requirements and treat similar 

assemblies and mechanical systems equitably. This will impact compliance and 

enforcement by making requirements simpler for building officials to understand and 

allowing design teams to more easily identify compliance solutions across low-rise and 

high-rise buildings on the same site. This unification will also allow utility incentive 

programs to address multifamily buildings of all sizes with a single program design. 

The Statewide CASE Team worked with stakeholders to develop a recommended 

compliance and enforcement process and to identify the impacts this process will have 

on various market actors. The compliance process is described in Section 2.5. Impacts 

that the proposed measure will have on market actors is described in Appendix E.  

Field Verification, Diagnostic Testing, and Acceptance Testing 

The proposed restructuring does not change field verification, diagnostic testing, or 

acceptance testing requirements, but does apply existing requirements to all multifamily 

buildings types, dependent on whether space conditioning systems serve individual 

dwelling units or multiple dwelling units and/or common use areas. The Statewide 

CASE Team recommends field verification and diagnostic testing for compliance with 

2019 Title 24, Part 6 remain with the same entity when conducted by either a HERS 

Rater or acceptance test technician (ATT). 
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1. Introduction 
This is a draft report. The Statewide CASE Team encourages readers to provide 

comments on the proposed code changes and the analyses presented in this draft 

report. When possible, provide supporting data and justifications in addition to 

comments. Suggested revisions will be considered when refining proposals and 

analyses. The Final CASE Report will be submitted to the California Energy 

Commission in December 2020.  

Email comments and suggestions to info@title24stakeholders.com by October 30, 

2020. Comments will not be released for public review or will be anonymized if shared 

with stakeholders.  

The Codes and Standards Enhancement (CASE) initiative presents recommendations 

to support the California Energy Commissionôs (Energy Commission) efforts to update 

California Energy Code (Title 24, Part 6) to include new requirements or to upgrade 

existing requirements for various technologies. Three California Investor Owned Utilities 

(IOUs)ðPacific Gas and Electric Company, San Diego Gas and Electric, and Southern 

California Edisonðand two Publicly Owned Utilities ðLos Angeles Department of 

Water and Power and Sacramento Municipal Utility District (herein referred to as the 

Statewide CASE Team when including the CASE Author)ðsponsored this effort. The 

program goal is to prepare and submit proposals that will result in cost-effective 

enhancements to improve energy efficiency and energy performance in California 

buildings. This report and the code change proposal presented herein are a part of the 

effort to develop technical and cost-effectiveness information for proposed requirements 

on building energy-efficient design practices and technologies. 

The Statewide CASE Team submits code change proposals to the Energy Commission, 

the state agency that has authority to adopt revisions to Title 24, Part 6. The Energy 

Commission will evaluate proposals submitted by the Statewide CASE Team and other 

stakeholders. The Energy Commission may revise or reject proposals. See the Energy 

Commissionôs 2022 Title 24 website for information about the rulemaking schedule and 

how to participate in the process: https://www.energy.ca.gov/programs-and-

topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency.  

The overall goal of this Draft CASE Report is to present a code change proposal for 

multifamily restructuring. The report contains pertinent information supporting the code 

change. 

When developing the code change proposal and associated technical information 

presented in this report, the Statewide CASE Team worked with a number of industry 

stakeholders including building officials, manufacturers, builders, utility incentive 

program managers, Title 24 energy analysts, and others involved in the code 

compliance process. The proposal incorporates feedback received during public 

mailto:info@title24stakeholders.com
https://www.energy.ca.gov/programs-and-topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency
https://www.energy.ca.gov/programs-and-topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency
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stakeholder workshops that the Statewide CASE Team held on February 8, 2019, 

February 25, 2019, and May 7, 2020.  

The following is a brief summary of the contents of this report:  

¶ Section 2: Measure Description of this Draft CASE Report provides a 

description of the measure and its background. This section also presents a 

detailed description of how this code change is accomplished in the various 

sections and documents that make up the Title 24, Part 6 Standards. 

¶ Section 3: Market Analysis presents the market analysis, including a review of 

the current market structure. This section describes the feasibility issues 

associated with the code change, including whether the proposed measure 

overlaps or conflicts with other portions of the building standards, such as fire, 

seismic, and other safety standards, and whether technical, compliance, or 

enforceability challenges exist.  

¶ Section 4: Energy Savings presents the per-unit energy, demand reduction, 

and energy cost savings associated with the proposed code change. This section 

also describes the methodology that the Statewide CASE Team used to estimate 

per-unit energy, demand reduction, and energy cost savings.  

¶ Section 5: Cost and Cost Effectiveness presents the lifecycle cost and cost-

effectiveness analysis. This includes a discussion of the materials and labor 

required to implement the measure and a quantification of the incremental cost. It 

also includes estimates of incremental maintenance costs, i.e., equipment 

lifetime and various periodic costs associated with replacement and maintenance 

during the period of analysis.  

¶ Section 6: First-Year Statewide Impacts presents the statewide energy 

savings and environmental impacts of the proposed code change for the first 

year after the 2022 code takes effect. This includes the amount of energy that will 

be saved by California building owners and tenants and impacts (increases or 

reductions) on material with emphasis placed on any materials that are 

considered toxic in the state of California. Statewide greenhouse gas impacts are 

also reported in this section. 

¶ Section 7: Proposed Revisions to Code Language concludes the report with 

specific recommendations with strikeout (deletions) and underlined (additions) 

language for the Standards, Reference Appendices, Alternative Calculation 

Manual (ACM) Reference Manual, Compliance Manual, and compliance 

documents.  

¶ Section 8: Bibliography presents the resources that the Statewide CASE Team 

used when developing this report. 
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¶ Appendix A: Statewide Savings Methodology presents the methodology and 

assumptions used to calculate statewide energy impacts. 

¶ Appendix B: Embedded Electricity in Water Methodology presents the 

methodology and assumptions used to calculate the electricity embedded in 

water use (e.g., electricity used to draw, move, or treat water) and the energy 

savings resulting from reduced water use. 

¶ Appendix C: Environmental Impacts Methodology presents the 

methodologies and assumptions used to calculate impacts on GHG emissions 

and water use and quality. 

¶ Appendix D: CBECC Software Specification presents relevant proposed 

changes to the compliance software (if any).  

¶ Appendix E: Impacts of Compliance Process on Market Actors presents how 

the recommended compliance process could impact identified market actors. 

¶ Appendix F: Summary of Stakeholder Engagement documents the efforts 

made to engage and collaborate with market actors and experts. 

¶ Appendix G: Additional Details on Measure Analysis presents additional 

relevant analysis details for the duct insulation submeasures.  

¶ Appendix H: Nominal Savings Tables presents nominal savings for by 

submeasures. 

¶ Appendix I: Marked Up Standards presents the full multifamily chapter 

language, with mark-up to show where language differs from the 2019 residential 

and nonresidential chapter language. 
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2. Measure Description  

2.1 Measure Overview 

The Statewide CASE Team proposes additional chapters for Title 24, Part 6, specific to 

multifamily buildings. The intent of the proposal is to: 

1. Simplify compliance and enforcement by consolidating requirements for 

multifamily dwelling unit and common use areas into multifamily-specific 

chapters. 

2. Create equity across multifamily building types, regardless of number of stories, 

through unified requirements. 

3. Establish a platform from which the Energy Commission, Statewide CASE Team, 

and other stakeholders can investigate energy efficiency solutions unique to 

multifamily buildings (and distinct from single-family and nonresidential buildings) 

in future code cycles. 

Per the proposed definition of multifamily building in Section 2.3.1.1, the proposed 

chapters would apply to multifamily buildings, defined as R-2 or R-4 occupancy. These 

generally include apartment buildings, condominiums, dormitories, townhouses greater 

than three habitable stories, and assisted living facilities. Single family homes and other 

R-3 occupancy buildings would remain subject to the low-rise residential chapters, and 

hotel/motel and nonresidential buildings would remain subject to the nonresidential 

chapters. Mixed-use buildings would need to comply with the multifamily requirements 

for dwelling unit and common use areas and with applicable nonresidential 

requirements for all other portions of the building. 

The three proposed chapters (160, 170, and 180) would cover mandatory requirements, 

prescriptive requirements and performance approach, and addition and alteration 

requirements for multifamily dwelling units and common area spaces. The content for 

each chapter would include portions of Title 24, Part 6 currently housed under the low-

rise residential and nonresidential sections, marked-up for specific application to 

multifamily buildings. The chapters would include unified requirements that apply to 

multifamily buildings of all heights, with categorization by assembly or system type, 

application to dwelling units or common areas, and individual systems serving separate 

dwelling units or central systems serving multiple dwelling units. Generally, the 

unification will apply low-rise residential and nonresidential requirements to multifamily 

buildings as follows: 

¶ Where cost effective, the more stringent of the residential or nonresidential 

requirements for roofs/ceilings, walls, floors, and fenestration will apply to 

multifamily building envelopes by assembly type. 
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¶ Residential HVAC requirements of Sections 150.0, 150.1, and 150.2 apply to 

HVAC systems serving individual dwelling units. Nonresidential requirements of 

Sections 120.2 through 120.5, 140.4, and 141.0 apply to HVAC systems serving 

common areas and central systems serving multiple dwelling units. 

¶ Residential domestic hot water requirements apply to individual and central 

systems serving dwelling units. There is no resulting change in requirements 

because the 2019 high-rise residential requirements reference the low-rise 

residential requirements. 

¶ Residential lighting requirements apply to dwelling unit lighting and outdoor 

fixtures controlled from within dwelling units. Nonresidential lighting requirements 

apply to common area and outdoor spaces. This includes removal of the 

exception for nonresidential occupancies up to 20 percent of the conditioned floor 

area and the eight-car threshold for compliance with nonresidential outdoor 

lighting requirements. 

¶ Nonresidential electric power distribution requirements will apply to all multifamily 

buildings. 

In addition to restructured 2019 Title 24, Part 6 requirements, the multifamily chapters 

may include new measures or changes adopted for residential and/or nonresidential 

buildings for 2022 Title 24, Part 6. The Energy Commission will consider each proposed 

measure individually, therefore these 2022 measure proposals are not discussed in this 

Draft CASE Report. For more information on the proposed 2022 multifamily measures, 

view draft CASE Reports posted at https://title24stakeholders.com/measures/building-

types/multifamily/2022/. 

This Draft CASE Report includes feasibility, market, energy, and cost analyses the 

Statewide CASE Team conducted for proposed changes that result in increased 

stringency for a specific multifamily building type. Each submeasure is described below, 

organized by category (envelope and space conditioning). For changes that result in 

decreased stringency for a specific multifamily building type, the Statewide CASE Team 

has conducted energy analyses to capture the energy impact by dwelling unit and 

statewide. Such changes are proposed only for one of the following scenarios: 

¶ To align between divergent 2019 Title 24, Part 6 Standards for nonresidential 

and residential where the higher stringency standard cannot be shown as cost 

effective across all multifamily buildings, given variance between the software 

modeling platforms. 

¶ Where differentiation by construction type, physical aspect, or performance rating 

is not applicable. For example, windows that do not have durability, water 

penetration, or wind penetration concerns in buildings up to three habitable 

stories versus four habitable stories or more.  

https://title24stakeholders.com/measures/building-types/multifamily/2022/
https://title24stakeholders.com/measures/building-types/multifamily/2022/
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¶ When a common multifamily building component does not have a prescriptive 

option in current 2019 Title 24, Part 6 Standards. For example, flat non-attic roofs 

for low-rise multifamily.  

2.1.1 Building Envelope 

For multifamily envelope requirements, the Statewide CASE Team proposes to apply 

the more stringent requirement between the current nonresidential and residential 

requirements across all multifamily buildings, based on descriptive aspects of the 

assembly type such as material, fire rating, or assembly structure, instead of the 

number of habitable stories. Due to the current application of disparate requirements 

between low-rise residential buildings (up to three habitable stories) and high-rise 

residential buildings (four habitable stories or more), this proposal will have different 

levels of impact relative to the current code based on the same low-rise/high-rise 

designation. The proposed changes and impacts are summarized as follows: 

2.1.1.1 Submeasure A Envelope: Roof Products  

This submeasure applies the more stringent prescriptive requirements by slope type 

(low or steep) and climate zone, as cost effective. This change would increase aged 

solar reflectance (ASR) and thermal emittance for low slope roofs in buildings taller than 

three habitable stories in Climate Zones 13 and 15 from 0.55 to 0.63. It would add 0.55 

solar reflectance and 0.75 thermal emittance requirements in Climate Zones 9 through 

11 and 14 for low slope roofs in buildings under four habitable stories.  

For steep sloped roofs, the proposed code would remove the ASR requirement for 

buildings four habitable stories or greater in Climate Zones 2 through 9 to align with the 

current requirements for buildings under four habitable stories.  

This measure impacts all roof additions and altered roofs when 50 percent or 2,000 ft2, 

whichever is less, is altered. 

2.1.1.2 Submeasure B: Envelope ï Roof/Ceiling Insulation  

This submeasure applies mandatory low-rise residential maximum U-factor of 0.043 for 

the ceiling or rafter roof to multifamily buildings with attics. Apply mandatory 

nonresidential maximum U-factors of 0.098 for metal roofs and 0.075 for wood framed 

and other roofs to non-attic roofs in buildings less than four habitable stories.  

Apply prescriptive low-rise residential requirements from Table 150.1-B to high rise 

buildings with attics, including both Option B (below-deck insulation high-performance 

attic) and Option C (ducts in conditioned space) pathways. For buildings less than four 

habitable stories without attics, apply high-rise residential prescriptive U-factor 

requirements using both the metal building and wood-framed or other roof categories.  
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2.1.1.3 Submeasure C1: Envelope ï Wall U-Factor  

This wall assembly thermal resistance submeasure combines wall-U-factor 

requirements from the 2019 residential and nonresidential chapters into a single table of 

requirements, by wall assembly type, for all multifamily buildings. The approach 

references fire ratings for select wall assemblies in response to stakeholder feedback 

on code compliance and enforcement complications resulting from the intersection 

between fire code (Title 24, Part 9) and energy code (Title 24, Part 6). Fire rating 

references within the energy code would allow for high-fire-rating wall types that have 

constructability limitations and are more costly to insulate to adhere to less stringent U-

factor requirements than walls with lower fire-ratings. Table 5, below, includes the 

proposed wall assembly type, with varied mandatory and prescriptive requirements by 

climate zone. 

The submeasure covers new construction buildings and additions, but not alterations. 

Additions must comply with the new construction prescriptive requirements. Extension 

of existing wood framing is exempted. Alterations are subjected to less stringent U-

factor levels that are not tied to the prescriptive requirements. 

Associated, this proposed submeasure updates two performance modeling algorithm 

details to improve consistency between low-rise and high-rise modeling methods.  

1. Use the current nonresidential modeling method that uses the same exterior wall 

surface areas and orientations in the Standard Design as was modeled in the 

Proposed.  

2. Use the current residential modeling method that uses the same wall assembly 

type(s) in the Standard as was modeling in the Proposed for each wall segment. 

Table 5: Proposed Wall U-factors by Wall Assembly Type and Climate Zone 

Wall Type Climate Zones Mandatory Assembly 
U-factor 

Prescriptive 
Assembly U-

factor 

Metal Buildings 
CZ 1-10 Metal Buildings = 0.113 

Spandrel Panels and 
Curtain Walls = 0.280 

0.061 

CZ 11-16 0.057 

Framed (wood or 
metal), high fire 
rating (2- or 3-
hours) 

CZ 1-5,8-10, 12, & 13 

2x4 framing = 0.102 
2x6 framing = 0.071 
non-framed = 0.102 

0.059 

CZ 6 & 7 0.065 

CZ 11, & 14-16 0.051 

Framed (wood or 
metal), low fire 
rating (0- or 1-
hours), and other 
wall types 

CZ 1-5, 8-16 0.051 

CZ 6 & 7 0.065 
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Wall Type Climate Zones Mandatory Assembly 
U-factor 

Prescriptive 
Assembly U-

factor 

Heavy mass (>15 
Btu/ft2-F) 

CZ 1-3, 16 

0.690 

0.160 

CZ 4, 11, 14, & 15 0.184 

CZ 5, 13 0.211 

CZ 6-10 0.690 

CZ 12 0.253 

Light mass (7-15 
Btu/ft2-F) 

CZ 1-15 
0.440 

0.077 

CZ 16 0.059 

Submeasure C2: Envelope ï Quality Insulation Installation (QII) 

This measure applies the prescriptive requirements of quality insulation installation (QII) 

to include high-rise multifamily buildings of up to 40,000 ft2 of total conditioned floor 

area. QII is currently a prescriptive requirement for multifamily buildings with three or 

fewer habitable stories in all climate zones except Climate Zone 7. The proposed 

change applies to additions greater than 700 ft2 CFA and does not apply to alterations 

or to buildings using curtainwall assembly types. 

2.1.1.4 Submeasure D: Envelope ï Fenestration Properties 

There are no nonresidential mandatory efficiency requirements for fenestration 

properties. This submeasure applies the low-rise residential mandatory weighted 

average maximum U-factor requirement to multifamily buildings greater than three 

habitable stories that use non-curtain wall fenestration types. 

For new construction buildings, this submeasure creates a single set of fenestration 

energy performance requirements that apply across all multifamily buildings depending 

on the window type. The thermal performance metrics used in the energy code include:  

¶ U-factor, regarding conductive heat transfer across the windows; 

¶ SHGC regarding radiative heat gain through the windows 

¶ Visible transmittance (VT) regarding the amount of visible light that can pass 

through the space, impacting lighting energy loads 

The current nonresidential code table includes four window categories (fixed, operable, 

curtainwall/storefront, and glazed doors) while the residential code bundles all window 

types into a single requirement (with some variation by climate zone) and allows 

compliance based on an area-weighted average. The proposed code creates two 

window categories each with a climate-zone differential only for Climate Zone 1, as 

shown in Table 6.  
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This proposal removes the distinct requirements between operable, fixed, and glazed 

doors currently defined in the nonresidential requirements and applies the residential 

requirement structure based on an area-weighted average. 

¶ Curtainwall and storefront windows: Lower the U-factor down to the residential U-

factor of 0.38, and lowers the SHGC to 0.25, except in Climate Zone 1 where it is 

proposed to be 0.35.  

¶ All-other windows: Apply the current residential window requirements of 0.30 U-

factor and 0.23 SHGC to all windows, except in Climate Zone 1 where it is 

proposed to be 0.35.  

For multifamily buildings with three habitable stories and fewer, the Statewide CASE 

Team proposal includes an exception to have no SHGC requirement in Climate Zones 

1, 3, 5, and 16, as the current residential code has no requirement in these climate 

zones. In the residential ACM, this is modeled as SHGC=0.35. This exception is to 

account for a modeling discrepancy in Climate Zones 3, 5, and 16 between CBECC-

Res and CBECC-Com where CBECC-Res shows increased TDV energy use with lower 

SHGCs, and CBECC-Com shows decreased TDV energy use.  

Prescriptive visible transmittance (VT) requirements are proposed for 

curtainwall/storefront windows that match the nonresidential code values. In multifamily 

spaces, modeling a variance in VT has no energy impact as there are no automated 

controls to interact with the spaceôs natural daylighting. There are no proposed VT 

requirements for the all-others window category to match current residential code. 

Table 6: Proposed Fenestration Thermal Properties by Type and Climate Zone; 
New Construction 

Window Type Climate Zones U-Factor 
(maximum) 

SHGC 
(maximum) 

VT 
(minimum) 

Curtainwall/ 
Storefront 

CZ 1  0.38 0.35 0.46 

CZ 2-16 0.38 0.25 0.46 

All Other CZ 1 0.30 0.35 NR* 

CZ 2-16 0.30 0.23 NR* 

*NR = No requirement 

This measure also harmonizes the residential and nonresidential prescriptive code 

compliance methods that account for window heat gain impacts of overhangs, side fins, 

and other permanently affixed features. The residential code refers to this as adjusted-

SHGC and the nonresidential code as RSHGC. Each uses a different methodology. The 

proposed measure will use the RSHGC methodology for prescriptive compliance with all 

multifamily windows. Performance compliance will still leverage the side fin and 

overhang shading modeling algorithms embedded in approve compliance software 

tools. 
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The submeasure proposes to create consistency between low-rise and high-rise 

performance modeling methods by having the Standard window area and orientation 

match the Proposed. 

For window alterations, the proposed code has different requirements by window type; 

fixed, operable, glazed door, and curtain wall. The proposed requirements result in 

increased stringency for buildings four habitable stories and greater and reduced 

stringency for buildings three habitable stories and less. Increasing stringency for 

alignment with residential requirements did not prove cost effective. For window 

additions, the proposed code requirements are based on an area-weighted average of 

thermal properties for all fenestration. For both alterations and additions, the proposal 

calls for less restrictive requirements when a small volume of fenestration, <150 ft2, is 

being added or altered.  

Table 7: Proposed Fenestration Thermal Properties by Type and Climate Zone; 
Alterations and Additions 

Window Type Climate 
Zones 

U-Factor 
(maximum) 

SHGC 
(maximum) 

VT 
(minimum) 

Curtain wall / Storefront 
CZ 1 0.38 0.35 0.46 

CZ 2-16 0.38 0.25 0.46 

Fixed Windows 
CZ 1 0.30 0.35 NR 

CZ 2-16 0.30 0.24 NR 

Operable Windows 
CZ 1 0.40 0.35 NR 

CZ 2-16 0.40 0.21 NR 

Glazed Doors 
CZ 1 0.45 0.35 0.17 

CZ 2-16 0.45 0.23 0.17 

Additions: Area-Weighted 
Average 

CZ 1 0.34 0.35 NR 

CZ 2-16 0.34 0.23 NR 

Alterations or Additions <150 ft2 
CZ 1 0.47 0.35 NR 

CZ 2-16 0.47 0.31 NR 

The same low-rise building SHGC exception as proposed for new construction will apply 

with alterations and additions. This exception allows for no-SHGC-requirement in 

Climate Zones 1, 3, 5, and 16. 

2.1.1.5 Submeasure E: Envelope - Fenestration Area  

This submeasure applies the prescriptive low-rise residential 20 percent window-to-floor 

area maximum (inclusive of skylights) to high-rise buildings and the prescriptive high-

rise residential 40 percent window-to-wall area maximum and 5 percent skylight to roof 

ratio to low-rise buildings. This measure would result in a dual metric. To comply 

prescriptively, the window area must comply with both limits simultaneously.  
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This submeasure provides a unified window area requirement to apply to all multifamily, 

where the current code uses different requirements and metrics based on the number of 

stories. The proposed code would enforce both a maximum window-to-conditioned floor 

area (CFA) ratio requirement for the overall glazing of 20 percent and maximum window 

wall ratio requirement of 40 percent. For the window-to CFA threshold, tenant-related 

spaces include dwelling units as well as common areas for sole use by the residents 

and property management staff. 

The submeasure removes the west-facing glazing area restrictions for all multifamily 

buildings.  

The submeasure covers new construction buildings, additions with greater than 700 ft2 

of conditioned floor area, and alterations that add greater than 150 ft2 of window area. 

2.1.2 Space Conditioning 

These measures in most cases apply current low-rise residential requirements to all 

individual systems serving dwelling units and apply nonresidential requirements to 

systems serving common areas and/or multiple dwelling units. There are no new 

requirements or changes in stringency for systems serving common areas and/or 

multiple dwelling units; therefore, the measure descriptions and subsequent analysis in 

this report focus on the impacts to individual dwelling unit requirements. 

2.1.2.1 Submeasure F: Space Conditioning ï Duct Insulation:  

The Statewide CASE Team evaluated duct insulation requirements for ducts in 

conditioned space and ducts in unconditioned space. The initial proposal was to create 

three new categories for supply-air and return-air duct insulation based on duct location, 

leveraging current requirements in both the low-rise residential and nonresidential 

sections of code. This change would have required mandatory R-4.2 duct insulation for 

verified low-leakage ducts within indirectly conditioned space, R-6 insulation for all other 

ducts within indirectly conditioned space, and R-8 insulation for ducts in unconditioned 

space; prescriptive duct insulation requirements would be eliminated. 

This would have separately impacted multifamily buildings up to three habitable stories 

and multifamily buildings four habitable stories and greater with individual duct systems 

serving the dwelling units. For multifamily buildings up to three habitable stories, the 

change would have increased mandatory duct insulation requirements from R-6 to R-8 

for ducts in unconditioned space. Existing prescriptive duct requirements are already R-

8 in all climate zones except 3 and 5 through 7. For multifamily buildings four habitable 

stories and greater the change would have increased mandatory insulation 

requirements from R-4.2 to R-6 for supply ducts in indirectly conditioned space, unless 

verified as low leakage. For return ducts in indirectly conditioned space, the insulation 
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requirement would have been increased from R-0 to R-6, except when verified as low 

leakage in which case it would have increased from R-0 to R-4.2. 

Cost-effectiveness analysis did not justify the proposed changes described above; 

therefore, the recommendation presented in this Draft CASE Report is that existing 

high-rise requirements for R-4.2 mandatory duct insulation on supply ducts in indirectly 

conditioned space (regardless of whether they are verified low leakage ducts or not) 

apply to all multifamily buildings. The existing allowance in both low-rise and high-rise 

buildings for uninsulated ducts exposed to directly conditioned space remains. For ducts 

in all other locations including unconditioned space the proposal is that the low-rise 

requirements of R-6 mandatory duct insulation and R-8 prescriptive duct insulation in 

Climate Zones 1-2, 4, and 8-16 apply. This proposal does not result in increased 

stringency but does result in reduced stringency in certain situations. The impact of this 

reduced stringency is presented in Sections 4 and 6. For additional details on the 

original proposal see Appendix G. 

2.1.2.2 Submeasure G: Space Conditioning ï Duct Leakage Testing:  

This proposal applies mandatory verification of duct sealing for multifamily buildings 

three habitable stories and less to multifamily buildings four habitable stories and 

greater with ducted systems serving individual dwelling units. Duct systems regardless 

of location must be tested to meet no greater than 12 percent total leakage or no 

greater than 6 percent leakage to outside. Diagnostic field verification and test protocols 

are described in Residential Reference Appendix RA3.1. For multifamily buildings four 

habitable stories and greater there is currently a prescriptive requirement that duct 

leakage be tested to not exceed 6 percent total leakage for single zone systems serving 

less than 5,000 ft2 with greater than 25 percent of duct surface area in unconditioned 

space. Multifamily apartments predominantly have ductwork located within indirectly 

conditioned, typically within a soffit or interior walls, and therefore this proposal would 

impact most multifamily buildings four habitable stories and greater. This requirement 

applies to new construction and entirely new or complete replacement duct systems in 

alterations and additions.  

Altered duct systems and space-conditioning systems in alterations and additions 

require duct sealing and testing to meet no greater than 15 percent total leakage or no 

greater than 10 percent leakage to outside regardless of duct system location. This 

scenario is not directly evaluated in this draft report and will be included in the final 

report. 

2.1.2.3 Submeasure H: Space Conditioning ï Space Cooling Airflow Rate and Fan 
Efficacy:  

This proposal applies mandatory verification of airflow and fan efficacy for multifamily 

buildings three habitable stories and less to multifamily buildings four habitable stories 
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and greater with ducted cooling systems serving individual dwelling units. Systems must 

meet 350 cfm per nominal ton of cooling or greater and either 0.45 W per cfm for gas 

furnaces or 0.58 W per cfm for all other air handlers. Diagnostic field verification and 

test protocols are described in Residential Reference Appendix RA3.3. There is 

currently no comparable requirements under the nonresidential code and therefore this 

proposal would impact multifamily buildings four habitable stories and greater by 

imposing new mandatory testing requirements. This requirement applies to new 

construction and entirely new or complete replacement space-conditioning systems in 

alterations and additions. 

Altered space-conditioning systems with mechanical cooling in alterations and additions 

require cooling coil airflow testing to meet 300 cfm per ton of nominal cooling capacity 

or greater. This scenario is not directly evaluated in this draft report and will be included 

in the final report.  

2.1.2.4 Submeasure I: Space Conditioning ï Refrigerant Charge Verification:  

This proposal applies prescriptive verification of refrigerant charge for multifamily 

buildings three habitable stories and less to multifamily buildings four habitable stories 

and greater with cooling systems serving individual dwelling units. The prescriptive 

requirement applies to Climate Zones 2 and 8 through 15. Diagnostic field verification 

and test protocols are described in Residential Reference Appendix RA3.2. There is 

currently no comparable requirements under the non-residential code and therefore this 

proposal would impact multifamily buildings four habitable stories and greater by 

imposing new prescriptive testing requirements. This requirement applies to new 

construction and both entirely new or complete replacement space-conditioning 

systems and altered space-conditioning systems with mechanical cooling in alterations 

and additions. 

2.1.2.5 Combination G-I: Space Conditioning ï HVAC Verification Package:  

All three verification measures (duct sealing, airflow rate and fan efficacy, and 

refrigerant charge) will apply to many multifamily buildings, all with ducted cooling 

systems. As such, they have also been evaluated as a combined package and results 

are presented for the entire package.  

There are other code language changes because of this alignment that do not result in 

increased stringency to any building type. These are not discussed in detail in this 

report because they will have little or no impact on multifamily projects, although these 

changes are represented in the proposed revisions to code language in Section 7. 

Examples include the procedures for cooling and heating load calculations, 

determination of design conditions for load calculations, and HVAC system bypass duct 

requirements.  
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Bypass ducts are not allowed under the low-rise residential prescriptive code 

(150.1(c)13) and were prohibited as a best practice because of field studies that 

demonstrated performance issues in zoned systems with bypass ducts. Zoned systems 

are uncommon in multifamily buildings. Where they do exist bypass ducts can be 

particularly problematic due to limited access to dampers for repair where ductwork is 

typically within indirectly conditioned space. There are alternatives to bypass dampers 

that are not more costly, such as oversizing ducting to supply design airflow to any 

single zone and designing bonus supply branches to supply additional airflow to the 

zone calling for heating or cooling when the other zone turns off. This and other options 

including using variable speed equipment can be easily designed to meet the 

prescriptive airflow requirements and provide improved performance at the same time. 

2.2 Measure History 

Since the first energy codes were published, there has been a split between the 

coverage of residential and nonresidential buildings. This resulted in multifamily 

buildings being covered partially in one section and partially in the other. Multifamily 

buildings up to three habitable stories followed residential requirements, while 

multifamily buildings four habitable stories or greater followed some residential and 

some nonresidential building requirements. While this may have made sense as the 

codes were nascent and focused on the most prevalent building types at the time, the 

logic of this split has become increasingly questionable. Codes developed with analyses 

focused on single family homes miss the fact that neither the equipment nor the 

enclosure of apartments are adequately represented in a single family context. 

Likewise, analyses of commercial buildings cannot adequately capture the realities of 

multifamily equipment choices or schedules or the residential aspects of air leakage and 

ventilation. 

This situation has caused confusion in Title 24, Part 6 compliance and enforcement. It is 

difficult to explain to architects, mechanical professionals, builders, and building 

departments why two buildings in the same project, one three habitable stories and the 

other four habitable stories, have completely different requirements for fenestration, 

ventilation, space conditioning equipment, envelope performance, and air tightness. 

Both design teams and building departments have expressed frustration about having to 

access two sets of manuals and two different software programs for such projects. 

Additionally, to the extent that multifamily buildings are part of the low-rise residential 

and nonresidential code development processes, they necessarily complicate them. Not 

only can multifamily buildings be best analyzed as a stand-alone type, but single family 

home and nonresidential building code development will benefit from removing that 

complication. 
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For several code development cycles, the Energy Commission has considered 

expanding the focus specifically on multifamily, but resource constraints prevented it. 

With the growing recognition of the importance of multifamily buildings to Californiaôs 

affordable housing crisis, the Energy Commission decided it was time to treat 

multifamily buildings as their own type, rather than straddling the low-rise residential and 

nonresidential codes. The current effort is intended to eliminate the arbitrary split 

between three-story and four-story multifamily building requirements and instead make 

requirements reflective of the type of construction and nature of equipment used, 

regardless of the building height. 

2.2.1 Building Envelope 

The building envelope includes both opaque and non-opaque components such as 

roofs, walls, windows, and attics, which provide a thermal barrier between indoor and 

outdoor environments. Design specifications and construction practices of building 

envelope can significantly affect occupant comfort levels and energy used to meet the 

heating and cooling loads.  

Historically, many of the Title 24, Part 6 code updates have been researched and 

analyzed for single family or nonresidential buildings and then applied to multifamily 

buildings. The requirements may not always be well-suited for multifamily buildings, 

leading to compliance challenges and confusion among practitioners and inspectors. 

The problem is rooted in the current structure of the code, where low-rise projects must 

meet residential requirements, while high-rise projects must meet nonresidential 

requirements (with occasional adherence to residential requirements for certain energy 

measures). There is currently no clear, succinct set of multifamily requirements. 

Because there is not a single multifamily section, there are inconsistent requirements 

between high-rise and low-rise multifamily buildings, with some requirements that are 

not appropriate for multifamily construction. For example, low-rise code does not include 

a prescriptive compliance path for flat roofs, and it forces comparison to an attic roof 

assembly when the performance modeling approach is used. The performance-

equivalent flat roof cannot be constructed cost effectively, but because prior residential 

codes were developed without a flat-roof prototype, that cost effectiveness was never 

considered.  

Findings from recent studies funded by Southern California Edison (SCE) provide 

evidence that support the need for a unified multifamily Title 24, Part 6 set of 

requirements and compliance software. SCE funded a modeling analysis study that 

examined software differences between CBECC-Res and CBECC-Com when modeling 

multifamily buildings (TRC 2018). The study demonstrated unequal Standard Design 

conditions and modeling algorithms, and therefore, unequal compliance margins for 

nearly identical buildings. SCE subsequently funded development of new multifamily 

prototypes based on current construction trends (TRC 2019). Construction trends 
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identified during prototype research indicated no discernable difference between 

envelope characteristics of three-, four-, and five-story multifamily buildings. This finding 

suggests that a demarcation between low-rise buildings up to three habitable stories 

and high-rise four habitable stories or greater may be arbitrary for multifamily building 

envelopes.  

Developing unified and consistent envelope requirements for all multifamily buildings 

can address many barriers to code compliance. The proposed envelope measures for 

multifamily buildings are based on the principles of consolidating and harmonizing low- 

and high-rise multifamily building standards while lowering energy use in the multifamily 

sector as a whole.  

2.2.1.1 Submeasure A: Envelope ï Roof Products 

Prescriptive requirements are largely similar between low-rise and high-rise multifamily 

buildings following the same steep-sloped and low-sloped categorization. Divergences 

are minor and climate zone dependent. Steep sloped roof requirements in the 

nonresidential code are derived primarily based on energy modeling in shorter 

commercial buildings rather than high-rise residential buildings that rarely have steep 

roof slopes.  

2.2.1.2 Submeasure B: Envelope ï Roof/Ceiling Insulation 

The prescriptive options for low-rise multifamily buildings do not include an option for flat 

roofs with no-attic, which exist on an estimated 67 percent of multifamily low-rise 

construction (see Appendix A for data sources and methods). The updates to the 2016 

Title 24, Part 6 code created a new and novel attic assembly method, the high-

performance attic, which includes insulation on the roof deck in a vented attic in addition 

to the traditionally placed insulation on the attic floor as the primary thermal envelope 

barrier. The updates to the 2019 Title 24, Part 6 code increased the stringency of high-

performance attics in most climate zones. Neither update considered the cost 

effectiveness for non-attic flat roofs, common in multifamily low-rise construction, that 

use the performance code for compliance.  

Similarly, the nonresidential chapter never considered the application of an attic 

assembly for high-rise multifamily buildings. Though such instances are rare, when they 

do occur, they are typically on only a portion of the building for aesthetic reasons. 

However, the energy dynamic of such roof areas can be significant. Providing clear and 

consistent requirements for attic-roof areas across all multifamily benefits the industry. 

2.2.1.3 Submeasure C1: Envelope ï Wall U-factor 

Current code requirements for wood framed walls between the residential and 

nonresidential chapters diverge by climate zone. Ten climate zones (1-5, 8-10, 12, and 

13) have more stringent requirements in the residential code, and the other six climate 
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zones have more stringent requirements in the nonresidential code. Code development 

research arrived at these requirements considering different wall assemblies, costs, 

prototypes, and using different software tools. Shorter buildings with less cumbersome 

fire-code requirements should allow for more cost-effective insulating options and low 

U-factor wall assemblies. The 2016 residential code updated wall requirements to 

consider 2x6 framing with rigid external insulation in most climate zones for a U-factor of 

0.051. The 2019 residential code update increased the stringency of these requirements 

for single family buildings to 0.048 but did not find that the same change was cost 

effective in the garden style multifamily prototype. This indicates that the current 

nonresidential 0.042 U-factor requirement in Climate Zones 11 and 14-16 is not 

appropriate for multifamily buildings. A similar variation exists for Climate Zones 6 and 

7, where residential code arrived at a 0.065 requirement as a recent limit for cost-

effective, wood-framed walls, while nonresidential code arrived at a lower 0.059 

requirement in the 2008 code update that has been maintained ever since.  

Nonresidential code development research found that metal-framed walls are the 

predominant assembly method for commercial buildings that do not use structural steel 

with curtain walls (metal buildings). However in multifamily, metal framed walls are quite 

rare, involved in an estimated 0.7 percent of all multifamily dwelling units according to 

an Evergreen Economics survey of multifamily buildings in California (Evergreen 

Economics 2020). Metal framed walls, due to thermal bridging effects, are more difficult 

to insulate to low U-factors, which necessitates higher prescriptive U-factor allowances 

than for wood framed walls. To enforce cost-effective efficiency of wood framed walls, 

the nonresidential code maintained a split between metal framed and wood framed 

since at least the 1996 Title 24, Part 6 code, with significantly lower U-factor 

requirements for wood framed walls. Additionally, for performance modeling, the 

nonresidential ACM assumes a metal framed wall as the standard for all buildings 

based on the finding that metal framed walls are predominant. This code structure is not 

appropriate for multifamily buildings. Therefore, this proposal eliminates the metal-

framed wall category entirely and uses the Proposed wall type as the basis of the 

Standard assembly for each wall.  

2.2.1.4 Submeasure C2: Envelope ï Quality Insulation Installation 

Title 24, Part 6 has included QII HERS verification for more than a decade. Based on 

data from the HERS registry provided by CalCERTS, 13 percent of registered low-rise 

multifamily projects took the QII performance credit in 2015-2016. For projects 

constructed from 2014 through 2019 the number increased to 45 percent for multifamily 

projects. The adoption of QII among multifamily buildings appears to be increasing. 

QII became a prescriptive requirement under the 2019 Title 24, Part 6 code cycle for 

single-family and low-rise multifamily buildings. The 2019 residential QII CASE Study 

(Dakin and German 2017) found QII to be cost effective in all but Climate Zone 7. These 



 

2022 Title 24, Part 6 Draft CASE Report ï 2022-MF-RESTRUC-D | 47 

results were based on lifecycle cost analyses derived from a one in four sampling rate 

and using an eight-unit garden style multifamily prototype. For the 2022 code cycle, the 

Statewide CASE Team is proposing QII to apply to all multifamily buildings up to 40,000 

ft2 CFA. 

2.2.1.5 Submeasure D: Envelope ï Fenestration Properties 

Energy modeling of window thermal propertiesô variance between the codeôs 

nonresidential and residential software platforms reveals results that do not conform 

with each other. In some cases, the results are directionally oppositeðone software 

showing TDV savings, the other TDV losses. Varying U-factor has a less consistent 

result than varying SHGC, and the results are more pronounced in certain climate 

zones. But results across both metrics show the same fundamental issue. Differences in 

building prototypes, impacts of building height and exposure, or other realities of the 

energy models cannot fully account for the observed variance. Each code chapter, 

residential and nonresidential, arrived at the current prescriptive fenestration properties 

over multiple code cycles based on the results from these modeling platforms and their 

predecessors. The nonresidential code requirements are more lenient, especially 

regarding U-factor. This matches the variance observed in energy modelingðwhere the 

nonresidential software yields minor, or even negative savings in some climate zones, 

from modeling improved (lower) U-factors between 0.50 and 0.20ðbut the residential 

software shows relatively significant savings from the same modeling test.  

2.2.1.6 Submeasure E: Envelope ï Fenestration Area 

Current nonresidential requirements are based on a window to wall area ratio to 

measure fenestration limits. Residential requirements are based on window to floor 

area. In both cases, the code-metric is the one most understood and commonly 

referenced by designers and architects of buildings within that building type. Because 

buildings fall within a relatively narrow band of wall to floor area ratios, the two metrics 

maintain a fairly consistent relationship to each other across the population of 

multifamily buildings. In rare cases, particularly tall high-rise buildings with a low wall to 

floor-area ratio, the window to wall area ratio limit becomes the more restrictive. The 

current prescriptive limits do not appear to have a verifiably limiting impact on current 

design practices in multifamily buildings.  

2.2.2 Space Conditioning 

2.2.2.1 Submeasure F: Space Conditioning ï Duct Insulation 

In many multifamily buildings, ductwork is used to distribute conditioned air throughout 

the apartment. Thermal and air leakage losses can be significant, particularly when 

ducts are in unconditioned spaces. When ducts are in indirectly conditioned spaces, 
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such as is typical in multifamily buildings with ductwork located in soffits and between 

floors, energy losses may still occur, but the thermal impacts are small. 

Low-Rise Residential Code History 

Duct insulation with a value of R-4.2 or greater became a mandatory requirement in the 

1992 Title 24, Part 6 Standards, unless ductwork was enclosed entirely in conditioned 

space. This requirement remained essentially the same until the 2005 standards when 

prescriptive insulation requirements were added for ducts in unconditioned space of R-

4.2, R-6 or R-8, depending on climate zone and compliance method. The 2013 

standards increased the mandatory R-4.2 requirement to R-6 and increased the 

prescriptive requirements to R-6 or R-8 depending on climate zone. In the 2016 

standards the mandatory insulation requirement was dropped to R-4.2 for ducts located 

entirely in conditioned and verified as low-leakage by a HERS Rater (according to 

Reference Residential Appendix RA3.1.4.3.8). No exception was provided for ductwork 

enclosed entirely in conditioned space. The prescriptive duct insulation requirements 

were also revised to reflect two options, one with ducts located in an attic and another 

with ducts in conditioned space. The mandatory duct insulation requirements were 

further refined in the 2019 standards to allow for uninsulated ducts if they are directly 

exposed to conditioned space or located within a wall cavity provided certain conditions 

are met. 

Nonresidential Code History 

Duct insulation with a value of R-4.2 or greater became a mandatory requirement in the 

1995 Title 24, Part 6 Standards for nonresidential buildings including high-rise 

multifamily, unless ductwork was enclosed entirely in conditioned space. In the 2005 

Title 24, Part 6 Standards, duct insulation requirements increased from R-4.2 to R-8 for 

ducts located in unconditioned spaces or outdoors. These requirements remain today in 

the 2019 Title 24, Part 6 Standards.  

2.2.2.2 Submeasure G: Space Conditioning ï Duct Leakage Testing 

In many multifamily buildings, ductwork is used to distribute conditioned air throughout 

the apartment. Thermal and air leakage losses can be significant, particularly when 

ducts are in unconditioned spaces. When ducts are in indirectly conditioned spaces, 

such as is typical in multifamily buildings with ductwork located in soffits and between 

floors, losses can still be non-trivial. This is particularly true of leakage losses where 

interstitial spaces are not sealed properly, and leakage may occur to the outdoors or 

other zones within the building. Even when properly sealed, any leakage is inadvertently 

conditioning spaces that are not designed to be conditioned and reduces airflow to the 

directly conditioned space. 
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Low-Rise Residential Code History 

The 1998 Title 24, Part 6 Standards introduced compliance credit for residential duct 

systems with leakage rates at or below six percent of fan flow, as verified through HERS 

testing. This represented a substantial improvement over the assumed baseline of 22 

percent leakage rate.  

Beginning with the 2001 Title 24, Part 6 Standards, all ducts were prescriptively 

required to be sealed to less than or equal to six percent of fan flow and verified by a 

certified HERS Rater in all climate zones. The 2001 Title 24, Part 6 Standards added 

compliance credit for locating ducts outside of unconditioned attics, such as 

crawlspaces or basements, and offered additional compliance credit for duct systems 

located entirely within conditioned space (including the air handling equipment). 

The 2008 Title 24, Part 6 Standards offered new compliance credits for low-leakage 

ducts in conditioned space and for the use of low-leakage air handlers. The 2008 Title 

24, Part 6 Standards update eliminated any alternatives to duct sealing in all climate 

zones for all prescriptive packages. Duct testing also became a requirement in all 

prescriptive methods of compliance in all climate zones, however the 2008 update 

eliminated requirements to have HERS verification for ducts installed in the crawlspace 

of a home. In the 2008 update, ducts in crawlspaces are given compliance credit over 

the Package D standard design and are verified by the building inspector. 

The 2013 Title 24, Part 6 Standards update moved duct sealing and testing 

requirements from a prescriptive measure for newly constructed residential buildings to 

a mandatory measure. Requirements specific to multifamily buildings were added for 12 

percent total leakage and 6 percent leakage to outside. The 2013 Title 24, Part 6 

Standards update did not change leakage rates, application rules, or exceptions found 

in the 2008 Title 24, Part 6 Standards. 

Nonresidential Code History 

The 2001 Title 24, Part 6 Standards added compliance credit for duct tightening for 

nonresidential buildings similar to what was introduced in the 1998 Title 24, Part 6 

Standards for residential buildings with ducts in unconditioned spaces or outside of the 

building. The 2001 Title 24, Part 6 Standards used the same field verification 

mechanism for nonresidential buildings as was already in place for residential buildings. 

The update to the 2005 Title 24, Part 6 Standards further increased requirements for 

duct sealing and insulation in nonresidential buildings. The 2005 Title 24, Part 6 

Standards update added prescriptive requirements for duct sealing and leakage testing 

during installation, requiring that ductwork serving single zones less than 5,000 ft2 and 

with more than 25 percent of the ducts in unconditioned space have leakage rates not 

exceeding six percent of the fan flow of the duct system. 
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2.2.2.3 Submeasure H: Space Conditioning ï Space Cooling Airflow Rate and Fan 
Efficacy 

Space conditioning system performance is affected by many factors, including airflow 

rate and fan power. Increasing airflow delivers more heating and cooling energy to the 

home and lower fan watt draw reduces electricity usage during fan operation. Studies 

have shown that low airflow and high fan watt draw can be common in new buildings, 

both of which lead to increased operation for HVAC equipment and longer periods of 

time to cool the space (California Energy Commission 2011). 

The 2008 Title 24, Part 6 Standards update added prescriptive requirements for 

buildings with central forced air handlers in Climate Zones 10 through 15. The update 

required such systems to demonstrate airflow of greater than 350 cfm/ton of nominal 

cooling capacity and a watt draw of 0.58 Watts/cfm or less. The 2008 update also 

provided compliance credit for cooling coil airflows exceeding prescriptive requirements 

and for fan watt draws less than prescriptive requirements. 

A CASE Report for the 2013 Title 24, Part 6 Standards update introduced mandatory 

minimum cooling coil airflow and fan watt draw requirements and applied these 

requirements to new construction as well as alterations of existing residential buildings. 

(Statewide CASE Team 2011) The new requirements adopted in the 2013 Title 24, Part 

6 Standards required airflow of greater than or equal to 350 cfm/ton and fan watt draw 

less than or equal to 0.58 watts/cfm. In the 2019 Title 24, Part 6 Standards update, fan 

watt draw requirements for furnaces only were further reduced from 0.58 Watts/cfm to 

0.45 Watts/cfm. (Statewide Codes and Standards Team 2017) 

2.2.2.4 Submeasure I: Space Conditioning ï Refrigerant Charge Verification 

Air conditioner and heat pump system performance is affected by many factors, 

including improper amounts of refrigerant, improper evacuation, metering device 

malfunctions, and other refrigerant related problems. Studies have shown that many 

new air conditioners in California fail to achieve their rated efficiency due to refrigerant 

issues. (California Energy Commission 2011) 

The 2001 Title 24, Part 6 Standards introduced prescriptive HERS verification and 

diagnostic testing for refrigerant charge including measurement procedures for 

residential ducted split system central air conditioners and ducted split system central 

heat pumps with no thermostatic expansion valve (TXV) in Climate Zones 2 and 8 ï 15. 

These procedures included the Superheat Charging Method and the Temperature Split 

Method, in addition to an alternate procedure. The 2008 Title 24, Part 6 Standards 

removed compliance credit for TXVs and added revised requirements for refrigerant 

charge testing, but those requirements created significant challenges for HERS Raters 

and contractors. Among these challenges were a lack of a wintertime HERS verification 

protocol, inattention to variable environmental conditions at the time of testing, a lack of 
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consideration for microchannel condenser coils, and the use of the temperature split 

method of testing. These issues were addressed in the 2013 Title 24, Part 6 Standards 

update, wherein new testing and verification procedures were introduced in an attempt 

to eliminate then-existing compliance barriers.  

A CASE Report prepared in 2014 for the 2016 Title 24, Part 6 Standards update 

addressed unresolved diagnostic testing and verification issues but did not anticipate 

any energy savings, and therefore, did not conduct cost-effectiveness analysis 

(Statewide Codes and Standards Team 2014). Rather, the report proposed clarifications 

and minor modifications to existing code language affecting HVAC system installers and 

HERS Raters. The report adds liquid line filter drier verification to the standard 

installation process and adds verification requirements to HERS procedures. 

Additionally, the 2014 report clarified that manufacturer installation specifications should 

be used as the basis for refrigerant charge verification. The report also renamed Charge 

Indicator Displays to Fault Indicator Displays ñto reflect that a broader range of devices 

can be submitted for approval with the CECò. This issue was revisited in the 2017 CASE 

Report, ñResidential Quality HVAC Measuresò, where a compliance option for fault 

detection and diagnosis devices was proposed. The same report also provided for an 

alternative verification method to refrigerant charge verification that measures system 

performance with increased efficacy.  

2.3 Summary of Proposed Changes to Code Documents  

Restructuring the multifamily requirements would require broad changes to the Title 24, 

Part 6 Standards, Reference Appendices, ACM Reference Manual, compliance 

manuals, and compliance documents. The Statewide CASE Team describes these 

generally and then more specifically by envelope and space conditioning measures, 

which result in changes to the requirements in addition to structural changes. 

2.3.1 General Restructuring 

2.3.1.1 Summary of Changes to the Standards 

This proposal would add three subchapters to capture Title 24, Part 6 requirements 

specific to multifamily buildings and additionally result in removal of multifamily-specific 

language from the residential and nonresidential chapters. See Section 7.2 of this report 

for full multifamily subchapter language. 

The Statewide CASE Team proposes three new subchapters for Title 24, Part 6, as 

outlined in Table 8, Table 9, and Table 10.  
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Table 8: Outline of Proposed Subchapter 10: Multifamily Buildings Mandatory 
Requirements 

New Section Content From Change in Application of 
Requirements 

160.1 BUILDING ENVELOPES 

(a) Ceiling and Roof Insulation 150.0(a, b) 120.7(a) Residential requirements for attic 
roofs, nonresidential requirements 
for non-attic roofs (submeasure B) 

(b) Wall Insulation 150.0(c), 120.7(b) Single list of U-factor requirements 
by assembly type and fire rating 
(submeasure C) 

(c) Floor and Soffit Insulation 150.0(d), 120.7(c) None 

(d) Vapor Retarder 150.0(g) None 

(e) Fenestration Products 150.0(q), Residential requirements applied to 
high-rise multifamily buildings 
(submeasure D) 

(f) Installation of Fireplaces 150.0(e) None 

160.2 VENTILATION AND INDOOR AIR QUALITY 

(a) General New None 

(b) Dwelling Units 150(m)12 

(c) Common Use Areas 120.1 

(d) Parking Garages Reference to 
120.6(c) 

160.3 SPACE CONDITIONING SYSTEMS 

(a) Controls 150.0(i, m) None 

(b) Systems Serving Individual 
dwelling units 

150.0(h) Residential requirements applied to 
systems serving individual dwelling 
units in high-rise buildings (space 
conditioning submeasures) 

(c) Central Systems and 
Systems Serving Common 
Use Areas 

120.2 through 120.5 Nonresidential requirements 
applied to systems serving multiple 
dwelling units in low-rise buildings 

160.4 WATER HEATING SYSTEMS 

(a) Individual Gas Systems 150.0(n)1 None 

(b) Recirculation Loops 150.0(n)2 

(c) Solar Water Heating 150.0(n)3 

(d) Instantaneous Water Heating 150.0(n)4 

(e) Commercial Boilers 120.4 

(f) Insulation for Piping and 
Tanks 

150.0(j), 120.3(b)  

160.5 INDOOR AND OUTDOOR LIGHTING 

(a) Dwelling Unit 150.0(k) None 

(b) Common Use Area 130.0, 130.1 
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New Section Content From Change in Application of 
Requirements 

(c) Outdoor Lighting and 
Controls 

130.2 

(d) Sign Lighting Controls 130.3 

(e) Lighting Control Acceptance 130.4 

160.6 ELECTRIC POWER DISTRIBUTION SYSTEMS 

(a) Service Electrical Metering 130.5(a) None. Applies only to common use 
areas. (b) Separation of Electrical 

Circuits 
130.5(b) 

(c) Voltage Drop 130.5(c) 

(d) Circuit Controls 130.5(d) 

(e) Demand Responsive 
Controls 

130.5(e) 

160.7 PROCESSES 

(a) Elevators Reference to 
120.6(f) 

None 

(b) Residential pools Reference to 110.4 

160.8 SOLAR READY 

(a) Solar ready buildings Reference to 110.10 None 

Table 9: Outline of Proposed Subchapter 11: Multifamily Buildings Performance 
and Prescriptive Requirements 

New Section Subsections 
Content 
From 

Change in Application 

170.0 GENERAL 150.0(a)  

170.1 PERFORMANCE APPROACH 150.0(b)  

170.2 PRESCRIPTIVE APPROACH   

(a) Building 
Envelope 

Roof/Ceiling 
150.1(c)1, 
140.3 (a) 

Residential or nonresidential 
requirement applied per climate zone 

Wall Insulation 150.1(c)2 
Single list of U-factor requirements by 
assembly type and fire rating 
(submeasure C) 

Fenestration 150.1(c)3 
Residential requirements applied to 
high-rise buildings (submeasure D) 

Doors 150.1(c)5 None 

Raised Floors 150.1(c)4 None 

Quality 
Insulation 
Installation 

150.1(c)11 
Residential requirement applied to 
buildings up to 40,000 ft2 

(b) Space 
Conditioning 
Systems 

Sizing and 
Equipment 

140.4 (a) Nonresidential requirements applied to 
systems serving low-rise buildings 

Calculations 140.4 (b) 
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Dwelling Unit 
150.1 (c)6, 
7, 9, 10, 13 

Residential requirements applied to 
systems serving individual dwelling 
units in high-rise buildings (space 
conditioning submeasures) 

Common Area 
140.4(c) 
through (o) 

Nonresidential requirements applied to 
systems serving multiple dwelling units 
in low-rise buildings 

(c) Daylighting for 
Common Use 
Areas 

 140.3(c) None 

(d) Water Heating  150.0(c)8 None 

(e) Lighting  
140.6, 
140.7 

None 

(f) Photovoltaic  150.0(c)14 None 

Table 10: Outline of Proposed Subchapter 12: Multifamily Buildings Additions, 
Alterations, and Repairs 

New Section Subsections 
Content 
From 

Change in Application 

180.1 ADDITIONS 

(a) Prescriptive 
Approach 

1. Envelope 150.2(a)1 
Reference to unified prescriptive 
standard 

2. Ventilation and 
Indoor Air Quality 

150.2(a)1 None 

3. Water Heater 150.2(a)1 None 

(b) Performance 
Approach 

 150.2(a)2 None 

180.2 ALTERATIONS 

(a) Mandatory 

1. Roof/Ceiling 
Insulation 

140.0(b) 
High-rise residential requirement 
applied to non-attic roofs; residential 
requirement applied to attic roofs. 

2. Wall Insulation 140.0(b) Nonresidential requirements applied 
across all multifamily buildings, by 
assembly type 3. Floor Insulation 140.0(b) 

(b) Prescriptive 

1. Envelope 
150.2(b), 
141.0(b)2B 

Fenestration properties (U-
factor/SHGC) between residential and 
nonresidential requirements 

2. Space 
Conditioning 

150.2 
Residential requirements applied to 
systems serving individual dwelling 
units in high-rise buildings 

3. Lighting 150.2 None 

(c) Performance 
Approach 

 150.2 None 

180.3 REPAIRS 150.2  
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180.4 WHOLE BUILDING 150.2  

The proposed restructuring would alter or add definitions as follows. 

SECTION 100.1 ï DEFINITIONS AND RULES OF CONSTRUCTION 

ð Section 100.1(b) ï Definitions: Recommends new definitions for the following 

terms: 

¶ Multifamily building: building, other than a hotel/motel, of Occupancy Group R-

2 or R-4 

¶ Common use area: private use area, interior or exterior, within multifamily 

residential facilities where use is limited exclusively to owners, residents and their 

guests. 

The sections below summarize how the standards, Reference Appendices, ACM 

Reference Manuals, and compliance documents that would be modified by the 

proposed restructuring. See Section 7 of this report for detailed proposed revisions to 

code language. 

2.3.1.2 Summary of Changes to the Reference Appendices 

The Statewide CASE Team recommends reference to the Residential Appendices for 

field verification measures for envelope and individual system HVAC systems. (HERS 

measures) For field verification and/or commissioning of common use area or central 

systems, the Statewide CASE Team recommends retaining reference to the 

Nonresidential Appendices. This Draft CASE Report does not address additional 

changes to the Reference Appendices that may result from creation of the multifamily 

chapters and consequential revisions to the low-rise residential and nonresidential 

chapters. The Compliance Improvement Team has conducted a preliminary analysis, 

identifying the areas that need closer reviewer in response to the proposed multifamily 

chapters. The Statewide CASE Team may have the opportunity to address these 

changes to the Reference Appendices in the Final CASE Report for this topic. 

2.3.1.3 Summary of Changes to the ACM Reference Manuals  

The Standard Design conditions for multifamily buildings would change with the 

proposed restructuring measure for alignment with the proposed prescriptive 

requirements. The Statewide CASE Team presents notable changes associated with 

the envelope and space conditioning submeasures in Section 2.3.2.3 and 2.3.3.3 and 

further detail about Proposed and Standard Design conditions associated with the entire 

multifamily restructuring measure in Section 7.4. 
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2.3.1.4 Summary of Changes to the Compliance Manuals  

The Statewide CASE Team recommends creation of a Multifamily Compliance Manual. 

A separate section within the Residential Compliance Manual or Nonresidential 

Compliance Manual is the next best option. The Statewide CASE Team may 

supplement this section and Section 7.5 of the Final CASE Report, pending discussion 

with the Energy Commission. 

2.3.1.5 Summary of Changes to Compliance Documents  

The Statewide CASE Team proposes a single set of compliance documents per 

multifamily building. Section 7.6 describes a proposal to use the nonresidential 

compliance documents for multifamily buildings in order to best capture the 

requirements for multifamily and mixed-use buildings. 

2.3.2 Building Envelope 

2.3.2.1 Summary of Changes to the Standards 

Roof Products: The multifamily restructuring proposal aligns roof product requirements 

from Code Sections 150.1(c)11 for residential and 140.3(a)1A for nonresidential to 

create a set of unified prescriptive roof assembly U-factor, solar reflectance, and 

thermal emittance thresholds. This results in two product categories, low-sloped roofs 

and steep-sloped roofs, and the requirements are further grouped by climate zones. 

Roof/Ceiling Insulation: The proposal aligns the roof/ceiling insulation requirements 

from Code Sections 150.1(c)1A for residential and 140.3(a)1B for nonresidential to 

create a set of unified prescriptive roof and ceiling insulation assembly U-factor 

requirements. This results in two assembly categories, attic roofs and non-attic roofs. 

Within the attic roofs category, Option B (with insulation between roof rafters and an 

additional ceiling insulation) and Option C (with ceiling insulation only between the attic 

and conditioned space) from residential code remain. Within the non-attic roofs 

category, the two current nonresidential roof-type categories of metal building and 

wood-framed and others remain with the same requirements.  

Wall U-factor: The proposal consolidates and re-organizes wall assembly requirements 

from Table 150.1-B for residential and Table 140.3-C for nonresidential. The Statewide 

CASE Team proposes the adoption of seven wall assembly types, replacing categories 

used in the 2019 Title 24, Part 6 Standards: 

o Metal buildings 

o Framed (wood or metal), with high fire rating (two- or three-hour) 

o Framed (wood or metal), with low fire rating (one- or two-hour), and other wall 

types 
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o Heavy mass (<15 Btu/ft2-F) 

o Light mass (7-15 Btu/ft2-F) 

For each category, the table specifies the prescriptive maximum assembly U-factor by 

climate zone. 

Quality Insulation Installation: The proposal applies the QII requirements from 

150.1(c)1E to all multifamily buildings up to 40,000 ft2 CFA. 

Fenestration Properties: The proposal aligns fenestration requirements from Code 

Table 150.1-B for residential and Table 140.3-C for nonresidential. The Statewide 

CASE Team proposes the adoption of two window categories differentiated by the 

window type.  

o Curtainwall and storefront windows 

o All other windows 

For each category, the table specifies maximum U-factor, maximum RSHGC, and 

minimum VT requirements by climate zone. The proposal adds an exception to the 

RSHGC requirement for low-rise buildings in Climate Zones 1, 3, 5, and 16 to have no-

requirement.  

Fenestration Properties in alterations and additions: The proposal creates a new 

alterations and additions table with different requirements by window type and situation.  

¶ Curtainwall and storefront windows 

¶ Fixed windows 

¶ Operable windows 

¶ Glazed doors 

For each category, the table specifies maximum U-factor, maximum RSHGC, and 

minimum VT requirements by climate zone. The proposal adds an exception to the 

RSHGC requirement for low-rise buildings in Climate Zones 1, 3, 5, and 16 to have no-

requirement. 

Window Area Limits: The proposal recommends the use of both window area metrics 

from Code Table 150.1-B for residential and Table 140.3-C for nonresidential. These 

two metrics and thresholds are a maximum total area (as a percentage of conditioned 

floor area) of 20 percent and maximum window-to-wall ratio of 40 percent. This proposal 

also eliminates the five percent maximum west-facing area requirement currently in 

residential code but applies the performance penalty for buildings that exceed 40 

percent west-facing window to wall area requirement embedded in the nonresidential 

ACM to all multifamily. 
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2.3.2.2 Summary of Changes to Reference Appendices 

The proposed code change would not modify the Reference Appendices. 

2.3.2.3 Summary of Changes to the ACM Reference Manuals  

Notable changes to the Standard Design for multifamily buildings associated with the 

envelope submeasures include: 

¶ Solar reflectance by roof slope and climate zone 

¶ Roof insulation dependent on whether or not there is an attic 

¶ Wall U-factor as determined by assembly type and fire rating 

¶ Quality Insulation Installation for buildings up to 40,000ft2 CFA 

¶ Fenestration U-factor and RSHGC by window category and climate zone 

¶ Window and wall orientation based on actual orientation rather than evenly 

distributed across orientations 

¶ Window area equal to proposed window area up to either 20 percent window to 

floor area or 40 percent window to wall area, whichever is lower 

¶ Applies the 40 percent west-facing window to wall area requirement currently in 

the nonresidential ACM to all multifamily buildings. Eliminate the maximum 5 

percent west-facing window to floor area liming currently in the residential ACM 

See Section 7.4 of this report for the details. 

2.3.2.4 Summary of Changes to Compliance Manuals  

The Statewide CASE Team strongly recommends creation of a Multifamily Compliance 

Manual. A separate section within the Residential Compliance Manual or Nonresidential 

Compliance Manual is the next best option. Current sections of the Compliance 

Manuals which would be impacted by the restructuring proposal include: 

¶ Residential Compliance Manual Chapter 3: Building Envelope Requirements  

o 3.3 Fenestration and Opaque Doors 

o 3.4 Opaque Envelope, 3.4.3 Roofing Products 

o 3.5 Insulation Products 

Á 3.5.3 Ceiling and Roof Insulation 

Á 3.5.4 Wall Insulation 

Á 3.5.8 Quality Insulation Installation (QII) 

o 3.6 Opaque Envelope in the Performance Approach 
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¶ Nonresidential Compliance Manual Chapter 3: Building Envelope 

o 3.2 Opaque Envelope Assembly 

Á 3.2.4 Roofing Products and Insulation 

Á 3.2.5 Exterior Walls 

o 3.3 Fenestration 

o 3.5 Performance Approach 

2.3.2.5 Summary of Changes to Compliance Documents  

The proposed code change would adopt the existing nonresidential NRCC-ENV-E. 

Fields would change as follows: 

¶ The available drop-down Roof Materials fields and auto populated Required 

Performance fields would be updated based on Roof Slope field (in NRCC) to 

reflect appropriate requirement values. 

¶ A new field to indicate whether an attic is present would be added, and the 

Required roof deck and ceiling insulation R-value fields would be updated based 

on to reflect the appropriate values.  

¶ The Assembly Type field and corresponding Required U-Factor field would be 

updated to match the new wall categories and requirement values. 

¶ The auto-populated Maximum Allowed U-factor and Maximum Allowed SHGC 

fields would be updated to reflect the appropriate requirement values.  

¶ A new QII field with a checkbox to indicate compliance would be added. This 

field would be displayed for buildings with up to 40,000ft2 CFA.  

¶ The Fenestration Type field options would be updated to match the new 

fenestration categories. 

¶ The Maximum Allowed Fenestration Area (ft2) field calculation would use and 

display both the window-to-CFA ratio and window-to-wall ratio requirements.  

2.3.3 Space Conditioning 

2.3.3.1 Summary of Changes to the Standards 

The multifamily restructuring proposal applies residential space conditioning 

requirements from Sections 150.0(h), and 150.1(c)6, 7, 9, 10, and 13 to systems 

serving individual dwelling units and nonresidential requirements from Sections 120.2 

through 120.5 and 140.4(c) through (o) to systems serving multiple dwelling units and/or 

common use areas. The proposal changes space conditioning requirements for 

multifamily buildings with four or greater stories and space conditioning systems serving 
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individual dwelling units, which comply with the nonresidential requirements under 2019 

Title 24, Part 6. See Section 7.2 of this report for full multifamily subchapter language. 

2.3.3.2 Summary of Changes to Reference Appendices 

The proposed code change would not modify the Reference Appendices, with the 

exception of minor language changes, to provide additional clarity on when specific 

HVAC system are subject to or exempt from fan efficacy and refrigerant verification test 

protocols. Application of the residential code language to all multifamily buildings with 

HVAC systems serving individual dwelling units would result in new reference to the 

residential appendices for buildings more than three habitable stories (previously 

subject to nonresidential requirements). This will include applicable HERS verification 

protocols for duct testing, airflow and fan watt draw, and refrigerant charge verification 

in Sections RA3.1, RA3.2, and RA3.3. 

2.3.3.3 Summary of Changes to ACM Reference Manuals  

The space conditioning submeasures would apply language from the Residential ACM 

Reference Manual Section 2.4 Building Mechanical Systems to space conditioning 

systems serving individual dwelling units, regardless of building height. 

2.3.3.4 Summary of Changes to Compliance Manuals  

The Statewide CASE Team recommends creation of a Multifamily Compliance Manual. 

A separate section within the Residential Compliance Manual or Nonresidential 

Compliance Manual is the next best option. Current sections of the Compliance 

Manuals that would be impacted by the HVAC submeasures include: 

¶ Residential Compliance Manual Chapter 4: Building HVAC Requirements  

¶ Nonresidential Compliance Manual Chapter 4: Mechanical Systems 

2.3.3.5 Summary of Changes to Compliance Documents  

The following existing low-rise residential installation and verification forms would be 

converted to nonresidential certificates of installation (NRCI) and nonresidential 

certificates of verification (NRCV) forms for use with all multifamily buildings regardless 

of number of stories. 

¶ 2019-CF2R-MCH-20a-DuctLeakageTest-NewConst 

¶ 2019-CF2R-MCH-20b-DuctLeakage-LLDCS 

¶ 2019-CF3R-MCH-20a-DuctLeakageTest-NewConst 

¶ 2019-CF3R-MCH-20b-DuctLeakage-LLDCS 

¶ 2019-CF2R-MCH-23a-AirflowRate-AllZonesCallingOnly 
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¶ 2019-CF2R-MCH-23b-AirflowRate-EveryZonalControlMode 

¶ 2019-CF2R-MCH-23d-AirflowRate-MeasurementOnly-AllZonesCallingOnly 

¶ 2019-CF2R-MCH-23e-AirflowRate-AllZonesCallingOnly-WithCFVCS 

¶ 2019-CF2R-MCH-23f-AirflowRate-EveryZonalControlMode-WithCFVCS 

¶ 2019-CF3R-MCH-23a-AirflowRate-AllZonesCallingOnly 

¶ 2019-CF3R-MCH-23b-AirflowRate-EveryZonalControlMode 

¶ 2019-CF3R-MCH-23d-AirflowRate-MeasurementOnly-AllZonesCallingOnly 

¶ 2019-CF3R-MCH-23e-AirflowRate-AllZonesCallingOnly-WithCFVCS 

¶ 2019-CF3R-MCH-23f-AirflowRate-EveryZonalControlMode-WithCFVCS 

¶ 2019-CF2R-MCH-22a-FanEfficacy-AllZonesCallingOnly 

¶ 2019-CF2R-MCH-22b-FanEfficacy-EveryZonalControlMode 

¶ 2019-CF2R-MCH-22c-FanEfficacy-AllZonesCallingOnly-WithCFVCS 

¶ 2019-CF2R-MCH-22d-FanEfficacy-EveryZonalControlMode-WithCFVCS 

¶ 2019-CF3R-MCH-22a-FanEfficacy-AllZonesCallingOnly 

¶ 2019-CF3R-MCH-22b-FanEfficacy-EveryZonalControlMode 

¶ 2019-CF3R-MCH-22c-FanEfficacy-AllZonesCallingOnly-WithCFVCS 

¶ 2019-CF3R-MCH-22d-FanEfficacy-EveryZonalControlMode-WithCFVCS 

¶ 2019-CF2R-MCH-25a-RefrigerantCharge-Superheat 

¶ 2019-CF2R-MCH-25b-RefrigerantCharge-Subcooling 

¶ 2019-CF2R-MCH-25c-RefrigerantCharge-WeighIn 

¶ 2019-CF2R-MCH-25e-RefrigerantCharge-WinterSetup 

¶ 2019-CF2R-MCH-25f-RefrigerantCharge-PackagedSystemManufacturerCert 

¶ 2019-CF3R-MCH-25a-RefrigerantCharge-Superheat 

¶ 2019-CF3R-MCH-25b-RefrigerantCharge-Subcooling 

¶ 2019-CF3R-MCH-25c-RefrigerantCharge-WeighinObservation 

¶ 2019-CF3R-MCH-25d-RefrigerantCharge-FID 

¶ 2019-CF3R-MCH-25e-RefrigerantCharge-WinterSetUp 
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2.4 Regulatory Context 

2.4.1 Existing Requirements in the California Energy Code 

Title 24, Part 6 requirements for multifamily buildings are scattered throughout Sections 

100 through 150, spanning residential and nonresidential sections. Which requirements 

apply to each multifamily building depend on whether the building is up to or above 

three habitable stories in height and what percentage of the floor area is made up of 

dwelling units. 

The current high-rise and low-rise prescriptive requirements for the envelope 

submeasures are shown in Table 11. These requirements differ in categories and 

thresholds. Furthermore, fenestration and wall assembly requirements vary by climate 

zone.  

Table 11: 2019 Prescriptive Envelope Requirements ï High-Rise vs. Low-Rise 
Buildings 

Submeasure 
High-rise residential prescriptive 
requirements | 
4+ habitable stories 

Low-rise residential prescriptive 
requirements |  
3 habitable stories or fewer 

Roofing Product 
0.20-0.75 ASR by roof slope and 
climate zone 
0.75 thermal emittance  

0.20-0.63 ASR by roof slope and 
climate zone 
0.75 thermal emittance 

Roof/Attic Insulation 

Metal building; U-factor of 0.041.  
Wood framed and others: U-factors 
of 0.028, 0.034 or 0.039 by climate 
zone. 

No prescriptive measure for 
buildings with attics 

High-performance attics, options 
B or C. R-30 or R-38 on the attic 
floor by climate zone. R-0 or R-19 
on the roof deck. 
 No prescriptive measure for 
buildings without attics 

Quality Insulation 
Installation 

No requirement or performance 
option 

Prescriptive requirement of field 
verification in CZ 1-6, 8-16 

Fenestration, by 
window type and 
climate zone 

U-factor: 0.36-0.46 

SHGC: 0.22-0.26 

VT: 0.17-0.46 

U-factor: 0.30 

SHGC: 0.23 or NR 

VT: no requirement 

Fenestration Area 
Metric 

Window to wall area ï maximum 
40% overall 

Window to floor area ï maximum 
20% overall, 5% west facing 

Wall (metal and 
framed) assembly 
U-factor  

0.042-0.105 by wall type and 
climate zone 

0.051-0.065 by climate zone 

Wall (Mass and 
below grade) 
assembly U-factor 

0.160-0.690 by wall type and 
climate zone 

0.053-0.200 by wall type and 
climate zone 

QII 
No requirements or performance 
option 

Prescriptive requirement (except 
Climate Zone 7) 
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The current high-rise and low-rise requirements for the space conditioning submeasures 

are shown in Table 12.  

Table 12: 2019 Mandatory and Prescriptive Space Conditioning Requirements ï 
High-Rise vs. Low-Rise Buildings 

Submeasure High-rise residential 
requirements |  
4+ habitable stories 

Residential requirements |  
3 habitable stories or fewer 

Duct Insulation 
(unconditioned 
space) 

Mandatory requirement for R-
8. Requirements apply to 
supply and return ducts. 

Mandatory requirement for R-6. 
Prescriptive requirement for R-6 in 
CZ 3, 5-7 and R-8 in CZ 1-2, 4, 8-16. 
Requirements apply to supply and 
return ducts. 

Duct Insulation 
(conditioned 
space) 

Mandatory requirement for R-
4.2 on supply ducts. 
Uninsulated supply ducts 
allowed if enclosed in directly 
conditioned space. No 
requirement for return duct 
insulation. 

Mandatory requirement for R-4.2 and 
prescriptive requirement for R-6 
when a HERS Rater verifies low 
leakage ducts within conditioned 
space. Uninsulated ducts allowed if 
enclosed in directly conditioned 
space or within a wall cavity. 
Requirements apply to supply and 
return ducts. 

Duct Leakage 
Testing 

Prescriptive requirement of 6% 
total leakage for single zone 
systems serving <5,000 ft2 
with >25% of duct surface 
area in unconditioned space  

Mandatory requirement of 12% total 
leakage or 6% leakage to outside for 
all ducts 

Cooling Coil 
Airflow 

No requirement, is modeled 
within the compliance software 

Mandatory Ó 350 cfm/ton 

Fan Efficacy No requirement, is modeled 
within the compliance software 

Mandatory 0.45 W/cfm gas furnace, 
0.58 W/cfm all other air handlers 

Refrigerant 
Charge 

No requirement or 
performance option 

Prescriptive requirement for HERS 
verification in CZ 2, 8-15 

2.4.2 Relationship to Requirements in Other Parts of the California Building 
Code  

The California Building Code, Residential Code, Mechanical Code, Plumbing Code, 

Electrical Code, Fire Code, Existing Building Code, and Green Building Standard all 

have relationships with Title 24, Part 6 requirements for multifamily buildings. The 

proposed Title 24, Part 6 structure and content for multifamily buildings aims for greater 

alignment and consistency with other parts of Title 24. Some examples include: 

¶ The definition of multifamily building is consistent with Part 2 and Part 2.5 

¶ Envelope requirements are categorized by fire-rating requirement 
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Fire and structural requirements in Title 24, Part 2, Chapter 10 of the 2019 California 

Building Code have interactions with and implications on several of the envelope 

submeasures. The stateôs fire code, Title 24, Part 9, is adopted from 2018 International 

Building Code with amendments, and it dictates fire-resistance rating for exterior walls 

based on building type designations. Californiaôs fire code contains egress requirement 

as means of emergency exit in fire events. The requirement mandates placement of 

operable windows, which affects thermal performances of window products.  

There are no relevant requirements in other parts of the California Building Code for the 

space conditioning submeasures.  

2.4.3 Relationship to Local, State, or Federal Laws 

There are no relevant new requirements in relation to local, state, or federal laws in this 

proposal.  

2.4.4 Relationship to Industry Standards  

2.4.4.1 IECC Proposal for a Multifamily Chapter 

The International Code Council considered creating a multifamily chapter of the 

International Energy Conservation Code (IECC) in their last cycle. Proposal CE272 

included creation of a new chapter in the Commercial section of the IECC that 

consolidated all multifamily code provisions. The primary intent of CE272 was to provide 

clarity and to build the foundation for ongoing improvements to the code for multifamily 

buildings. 

The envelope section of the multifamily chapter in CE272ðwhere there are perhaps the 

most significant and complex differences between high- and low-rise requirementsð

directed low-rise projects to the envelope requirements in the residential section and 

high-rise projects to the envelope requirements in the commercial section. In the lighting 

and mechanical sections, CE272 would have restructured the requirements to direct the 

dwelling units to residential requirements and common areas to commercial 

requirements. Simple single zone mechanical systems serving dwelling units were 

subject to residential requirements, while complex systems and systems serving the 

common areas were directed to commercial requirements. Minor differences between 

the commercial and residential requirements may have had a minor impact on 

stringency. 

At the final comment hearings for the 2018 IECC, the attending code officials voted not 

to hear amendments to the proposal that would have significantly improved it. This 

meant that an earlier, less robust version of the proposal went to voting and 

subsequently failed (International Code Council 2016).  
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Various stakeholders voiced substantial opposition if the proposal changed stringency 

for either high-rise or low-rise multifamily. The proposal was structured to minimize and 

avoid stringency changes, with the goal of bringing requirements together in future code 

changes. However, this led to a proposal that was more confusing, still containing 

different requirements and references for low-rise and high-rise multifamily buildings. It 

also meant that the advantages of moving to a single section for multifamily were 

diluted. The result was a proposal with a higher complexity and lower benefit. The 

significant structural change was ultimately more change than the voters were willing to 

address at the time. 

The Statewide CASE Team proposal for multifamily subchapters in Title 24, Part 6, 

applied lessons from the failed IECC proposal CE272. This proposal includes unification 

of requirements across low-rise and high-rise buildings for simplicity and ease of 

compliance. The Statewide CASE Team also proposes housing all multifamily 

requirements for dwelling units and common use areas within the multifamily chapters, 

as opposed to referencing residential and nonresidential requirements. 

2.4.4.2 American Society of Heating, Refrigerating and Air-Conditioning 
Engineers (ASHRAE) Delineation of Low-Rise and High-Rise Standards 

ASHRAE standards generally maintain a split between low-rise residential buildings (up 

to three habitable stories) and high-rise residential buildings (four or greater stories), 

similar to the low-rise/high-rise delineation in 2019 Title 24, Part 6. This is true in the 

ASHRAE 90.1 and 90.2 (Energy Standards), as well as 62.1 and 62.2 (Ventilation for 

Acceptable Indoor Air Quality). Title 24, Part 6 currently applies ASHRAE Standard 62.2 

across all multifamily buildings, regardless of height. 

2.5 Compliance and Enforcement 

The Statewide CASE Team considered methods to streamline the compliance and 

enforcement process for multifamily buildings in developing the proposed restructuring 

of Title 24, Part 6 requirements for multifamily buildings. Perhaps the greatest benefit in 

compliance and enforcement is that all relevant multifamily requirements would be 

consolidated into three subchapters of code language. Building officials and design 

teams would no longer need a map of which requirements apply to which types of 

multifamily buildings, assemblies, and systems and where to find those requirements, 

and they would no longer need to navigate from subchapter to subchapter to collect the 

requirements for the building.  

The unification submeasures, which align low-rise and high-rise requirements, will 

impact compliance and enforcement through equitable treatment of similar assemblies 

and mechanical systems. This will make understanding of requirements simpler for 

building officials and allow design teams to more easily identify solutions that result in 
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compliance across low-rise and high-rise buildings that sit on the same site. This 

unification will also allow utility incentive programs to address multifamily buildings of all 

sizes under a single program design. 

Additional compliance and enforcement impacts of unification across low-rise and high-

rise requirements are described by submeasure below. Appendix E further presents 

how the proposed changes could impact various market actors. 

2.5.1 Building Envelope 

2.5.1.1 Submeasure A: Envelope ï Roof Products  

¶ Design Phase: Designers specify roof assembly and roofing products and 

provide necessary information to populate the CF1R/NRCC forms. Pertinent 

details include roof pitch, roofing product solar reflectance, and thermal 

emittance specifications.  

¶ Permit Application Phase: The design professional is responsible for the 

completion and submission of the certificate of compliance documents with 

roofing product information.  

¶ Construction Phase: Once a roofôs structural components are completed, 

roofing contractors install the roofing products specified in the construction 

documents. Minimal coordination between trades is involved in comparison to 

construction of other building assemblies.  

¶ Inspection Phase: Roof products and specifications are listed on the CF2R-

ENV-04-E/NRCI-ENV-01-E installation forms. Building inspectors will confirm that 

the installed roofing products match the indicated performance details.  

There are no changes in compliance or enforcement processes and no additional 

coordination needs between trades anticipated from this submeasure.  

2.5.1.2 Submeasure B: Envelope ï Roof/Ceiling Insulation 

¶ Design Phase: Designers specify roof assembly, including roof and ceiling 

insulation, and provide necessary information to populate the CF1R/NRCC 

forms. Pertinent details include the presence of an attic and accompanying 

insulation locations, types, and levels.  

¶ Permit Application Phase: The design professional is responsible for the 

completion and submission of the Certificate of Compliance documents with roof 

and ceiling insulation information.  

¶ Construction Phase: Once a roofôs structural components are in place, roofing 

contractor or sometimes a dedicated insulation contractor will install the roof and 

ceiling insulation as specified in the construction documents. Minimal 
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coordination between trades is involved in comparison to construction of other 

building assemblies.  

¶ Inspection Phase: The buildingôs wall assembly details are listed on the CF2R-

ENV-03-E/ NRCI-ENV-01-E installation forms. Building department inspectors 

will confirm that the installed roof and ceiling insulations match the indicated 

location, insulation type, and level details.  

There are no changes in compliance or enforcement processes and no additional 

coordination needs between trades anticipated from this submeasure.  

2.5.1.3 Submeasure C1: Envelope ï Wall U-Factor  

¶ Design Phase: Designers specify wall construction type and provide necessary 

information to populate the CF1R/NRCC forms. Pertinent details include frame 

type, dimensions, cavity and continuous insulation R-values, and the overall 

assembly U-factor.  

¶ Permit Application Phase: The design professional is responsible for the 

completion and submission of the certificate of compliance documents, which 

include wall assembly specifications and a wall schedule. Designers (architects 

and engineers) who are used to specify wall assemblies to meet structural and 

fire rating requirements, will need to explicitly pass on the fire rating information 

to the energy consultant/modelers. This information becomes the determinant for 

the wallôs thermal requirements since the proposed new wall categories align 

with both wall assembly type and their firing ratings.  

¶ Construction Phase: Wall assembly construction, especially in larger 

multifamily buildings, requires all trades onsite. Framing contractor, insulation 

installer, electrical and plumbing contractors, and drywall installers are directly 

involved. The general contractor leads the coordination and scheduling of 

subcontractors, as well as managing quality and progress.  

¶ Inspection Phase: The buildingôs wall assembly details are listed on the CF2R-

ENV-03-E/NRCI-ENV-01-E installation forms. Building department inspectors will 

confirm that the constructed assemblies match the indicated wall details.  

The proposed wall categories account for wall assembly type and fire ratings. Additional 

coordination between designers and energy consultant/modelers are needed for the 

accurate relay of the information and successful construction, energy modeling, and 

inspection of wall assemblies.  

2.5.1.4 Submeasure C2: Envelope ï Quality Insulation Installation 

¶ Design Phase: The design team, including the developer and architect, specifies 

wall construction type and provide necessary information to populate the 
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Certificate of Compliance (CF1R/NRCC) documents. Pertinent details include 

frame type, dimensions, cavity and continuous insulation types and R-values, 

and the overall assembly U-factor.  

¶ Permit Application Phase: A design professional completes and submits the 

Certificate of Compliance (CF1R/NRCC) documents. Product specifications and 

schedules for framing and insulation components are also submitted as part of 

the permitting package. 

¶ Construction Phase: The general contractor and HERS Rater would coordinate 

verification visit(s) such that wall area is visually accessible at the right 

construction stages (at rough-in and again after installation but before drywalls). 

As such it is important for the general contractor to communicate, establish 

expectations, and orchestrate the coordination between framing, insulation, and 

drywall installers, as well as other trades whose work depend on adequate 

access to wall and ceiling spaces.  

¶ Inspection Phase: The general contractor would ensure the insulation installer 

completes and sign the Certificate of Installation (CF2R/NRCI) documents before 

or at the verification visit(s). The HERS Raters would perform verification and 

take notes of deficiencies and correction notes as applicable. The HERS Raters 

would take on the responsibility to populate, sign, and submit the Certificate of 

Verification (CF3R/NRCV) forms to the registry for building compliance purposes.  

Coordination between the trades is needed to facilitate successful field verifications. 

The construction industry has built up familiarity and understanding of the scope, 

coverage, and process in current code where QII is a performance credit. Since existing 

requirements are for low-rise multifamily buildings only, contractors working on high-rise 

multifamily projects would not possess the experience and knowledge base unless they 

participated in LEED for Homes/Green Point Rated and similar voluntary programs, or 

have also worked with low-rise Title 24, Part 6 projects that took the performance credit. 

2.5.1.5 Submeasure D: Envelope ï Fenestration Properties  

¶ Design Phase: The design team, including the developer and architect, makes 

decisions on window types and selections. Designers will provide window areas 

and performance specifications.  

¶ Permit Application Phase: General contractor ensures fenestration schedules 

and National Fenestration Rating Council (NFRC) labels (or other certificates 

such as NFRCôs Component Modeling Approach Software Tool) submitted as 

part of certificate of compliance documents. Both manufactured windows and 

curtain wall windows come with performance labels. Site-built windows products 

could either be lab certified with NFRC labels, or they could display a label with 
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California Energy Commissionôs default U-factor and SHGC values1.  

¶ Construction Phase: Window contractor installs the products as designed. 

Installations are done in coordination with other trades on site, primarily the 

framing contractor. 

¶ Inspection Phase: Window installer is responsible for populating the 

CF2R/NRCI-ENV-02-F Certificate of installation that documents the 

characteristics and performance specifications of the installed windows. The 

general contractor usually compiles the forms for submission prior to the field 

inspection. 

There are no changes in compliance or enforcement processes and no additional 

coordination needs between trades anticipated from this submeasure.  

2.5.1.6 Submeasure E: Envelope ï Fenestration Area  

The compliance and enforcement processes are mostly the same as Submeasure D 

immediately above. In addition, during the permit application phase and inspection 

phase, the plan checker and inspector will need to account for both the window-to-wall 

area and the window to floor area ratios. 

2.5.2 Space Conditioning 

2.5.2.1 Submeasure F: Space Conditioning ï Duct Insulation 

¶ Design Phase: The mechanical designer recommends the insulation R-value for 

ductwork and coordinates with the architect on the location of the duct system 

and confirms there is adequate space for the proposed ductwork based on size 

and insulation. The energy consultant verifies that the recommended insulation 

levels meet code requirements. 

¶ Permit Application Phase: The energy consultant completes the certificates of 

compliance. The architect typically submits the project and all accompanying 

documentation to the local building department.  

¶ Construction Phase: The mechanical installer installs the HVAC system and 

ductwork. The distribution system is sealed, and the ductwork is tested to 

determine the leakage percentage. The mechanical installer completes the 

certificates of installation. 

¶ Inspection Phase: Duct insulation is not verified by a HERS Rater or ATT, but if 

 

1 Product certifications for NFRC labels via the Computer Modeling Approach (CMA) are only allowed for 

nonresidential windows. 
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duct testing is required, a HERS Rater conducts verification testing and 

completes the certificate of verification forms. A building inspector conducts a 

final inspection.  

There are no changes in the compliance or enforcement process anticipated for this 

submeasure. There are no additional coordination needs between trades and no HERS 

verification currently required or proposed. 

2.5.2.2 Submeasure G: Space Conditioning ï Duct Leakage Testing 

¶ Design Phase: The mechanical designer designs the space conditioning 

systems. They notate on the drawings equipment and material selections and 

commissioning requirements to ensure that if properly installed the distribution 

system will meet the allowable maximum leakage rates. The energy consultant 

verifies that the proposed performance specifications meet code requirements. 

¶ Permit Application Phase: The energy consultant completes the certificates of 

compliance. The architect typically submits the project and all accompanying 

documentation to the local building department.  

¶ Construction Phase: The mechanical installer installs the HVAC system and 

ductwork. The distribution system is sealed, and the ductwork is tested to 

determine the leakage percentage. If the leakage rate is higher than allowed, the 

installer inspects the system conducting additional sealing and re-tests until the 

leakage rate meets code requirements. The mechanical installer completes the 

certificates of installation. 

¶ Inspection phase: a HERS Rater conducts verification testing of duct leakage 

and completes the certificate of verification forms. A building inspector conducts 

a final inspection.  

The compliance and enforcement process for this Submeasure G is entirely new for 

multifamily buildings four habitable stories and greater; however, it is identical to that 

which currently exists for low-rise residential buildings. The existing field verification and 

diagnostic test requirements will not be modified. The new requirements mostly impact 

installers, verifiers, and inspectors. The mechanical installer will need to accommodate 

time for duct leakage testing during installation, and coordination will be required 

between the installer and the HERS Rater. Mechanical installers that work on 

multifamily buildings both fewer than and greater than or equal to four habitable stories 

will be familiar with this process and likely already have relationships with HERS Rater. 

Those that exclusively work on multifamily buildings four habitable stories and greater 

will need to familiarize themselves with this process and contract directly with a HERS 

Rater or have the builder do so. The existing compliance documents that apply to low-
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rise residential buildings will need to be revised to also apply to multifamily buildings 

four habitable stories and greater. 

The Statewide CASE Team does not anticipate compliance and enforcement 

challenges. The proposed process is already well-established for low-rise residential 

buildings. Many multifamily mechanical designers and installers work on buildings both 

fewer than and greater than or equal to four habitable stories. Plans reviewers and 

building inspectors that work on multifamily building also are expected to be familiar with 

the requirements. 

2.5.2.3 Submeasure H: Space Conditioning ï Space Cooling Airflow Rate and Fan 
Efficacy 

¶ Design Phase: The mechanical designer designs the space conditioning 

systems. They notate on the drawings equipment and material selections and 

commissioning requirements to ensure that if properly installed, the mechanical 

system will meet the allowable maximum fan power and minimum airflow rates. 

The energy consultant verifies that the proposed performance specifications 

meet code requirements. 

¶ Permit Application Phase: The energy consultant completes the certificates of 

compliance. The architect typically submits the project and all accompanying 

documentation to the local building department.  

¶ Construction Phase: The mechanical installer installs the HVAC system and 

ductwork. The system is tested to determine the airflow rate and fan power. The 

distribution system is sealed, and the ductwork is tested to determine the leakage 

percentage. If the values do not meet the thresholds defined by code, the 

installer inspects the system and conducts remediation as necessary until the 

values meets code requirements. The mechanical installer completes the 

certificates of installation. 

¶ Inspection Phase: A HERS Rater conducts verification testing of airflow and fan 

efficacy and completes the certificate of verification forms. A building inspector 

conducts a final inspection.  

The compliance and enforcement process for this Submeasure G is entirely new for 

multifamily buildings four habitable stories and greater; however, the process is identical 

to what currently exists for low-rise residential buildings. The existing field verification 

and diagnostic test requirements will not be modified. The new requirements mostly 

impact installers, verifiers, and inspectors. The mechanical installer will need to 

accommodate time for airflow and fan power testing during installation, and coordination 

will be required between the installer and the HERS Rater. Mechanical installers that 

work on multifamily buildings both fewer than and greater than or equal to four habitable 
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stories will be familiar with this process and likely already have relationships with the 

HERS Rater. Those that exclusively work on multifamily buildings four habitable stories 

and greater will need to familiarize themselves with this process and contract directly 

with a HERS Rater or have the builder do so. The existing compliance documents that 

apply to low-rise residential buildings will need to be revised to also apply to multifamily 

buildings four habitable stories and greater. 

The Statewide CASE Team does not anticipate compliance and enforcement 

challenges. The proposed process is already well established for low-rise residential 

buildings. Many multifamily mechanical designers and installers work on buildings both 

fewer than and greater than or equal to four habitable stories. Plans reviewers and 

building inspectors that work on multifamily building also are expected to be familiar with 

the requirements. 

2.5.2.4 Submeasure I: Space Conditioning ï Refrigerant Charge Verification 

¶ Design Phase: The mechanical designer designs the space conditioning 

systems. The energy consultant verifies that the proposed performance 

specifications meet code requirements and recommends refrigerant charge 

verification, if required, to meet performance targets for projects complying via 

the performance path. 

¶ Permit Application Phase: The energy consultant completes the certificates of 

compliance. The architect typically submits the project and all accompanying 

documentation to the local building department.  

¶ Construction Phase: The mechanical installer installs the HVAC system and 

ductwork. The cooling system should be installed and charged per manufacturer 

guidelines, regardless of whether refrigerant charge verification is applied for the 

project.  

¶ Inspection Phase: A HERS Rater conducts verification testing of refrigerant 

charge and completes the certificate of verification forms. A building inspector 

conducts a final inspection.  

The compliance and enforcement process for this Submeasure G is entirely new for 

multifamily buildings four habitable stories and greater; however, it is identical to that 

which currently exists for low-rise residential buildings. The existing field verification and 

diagnostic test requirements will not be modified. The new requirements mostly impact 

installers, verifiers, and inspectors. Mechanical installers that work on multifamily 

buildings both fewer than and greater than or equal to four habitable stories will be 

familiar with this process and likely already have relationships with HERS Rater. Those 

that exclusively work on multifamily buildings four habitable stories and greater will need 

to familiarize themselves with this process and contract directly with a HERS Rater or 
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have the builder do so. The existing compliance documents that apply to low-rise 

residential buildings will need to be revised to also apply to multifamily buildings four 

habitable stories and greater. 

The Statewide CASE Team does not anticipate compliance and enforcement 

challenges. This is a prescriptive requirement and can be traded off by using the 

performance approach to compliance. The proposed process is already well established 

for low-rise residential buildings. Many multifamily mechanical designers and installers 

work on buildings both fewer than and greater than or equal to four habitable stories. 

Plans reviewers and building inspectors that work on multifamily building also are 

expected to be familiar with the requirements. 
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3. Market Analysis 
The Statewide CASE Team performed a market analysis with the goals of identifying 

current technology availability, current product availability, and market trends. It then 

considered how the proposed standard may impact the market in general as well as 

individual market actors. Information was gathered about the incremental cost of 

complying with the proposed measure. Estimates of market size and measure 

applicability were identified through research and outreach with stakeholders including 

utility program staff, Energy Commission staff, and a wide range of industry actors. In 

addition to conducting personalized outreach, the Statewide CASE Team discussed the 

current market structure and potential market barriers for select envelope submeasures 

during public stakeholder meetings that they held on August 22, 2019 and March 26, 

2020.  

3.1 Building Envelope 

3.1.1 Market Structure 

Various market actors make decisions regarding the energy efficiency of the thermal 

envelope of multifamily buildings throughout the construction processðfrom design 

concept to construction.  

The general roles of market actors in compliance verification are: 

¶ Developer and owners make design decisions regarding the envelope, with 

support from professional services such as architects, structural engineers, 

procurement professionals, and construction contractors (both general 

contractors and specific trades).  

¶ Energy consultants document energy code requirements and conduct energy 

modeling for the performance approach.  

¶ Building inspectors, with specialized support from HERS Raters 

Within the multifamily sector, there is high variability in the structure, level of 

coordination, and formalization of the design process. Generally, larger buildings follow 

a more formalized process and coordinated design team, while smaller buildings may 

be designed under a more fluid process and less coordinated team.  
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Figure 1: Thermal envelope construction process.  

Generally, the developer will articulate the projectôs overall intentions, aesthetics, target 

market, and budget. The architect will embed these goals into an initial design. The 

structural engineer then reviews the initial design to determine envelope construction 

methods and options. Decisions critical to the envelope design are made at this stage 

without final energy performance specifications or energy code compliance impact 

analysis. This includes building height and size, wall assembly construction types (metal 

wall vs. framed, the use of concrete podiums or mass walls), glazing aesthetic and 

style, window type, sizes, and location, and the use of overhangs or side fins for 

permanent window shading.  

At this stage, an energy consultant may be asked to conduct a preliminary energy 

model to support advising the design team on energy performance requirements in 

order to meet mandatory minimums and overall code compliance. This step can allow 

for adaptations in the preliminary design that support code compliance. However, this 

step is not universally practiced and can require, when skipped, more expensive 

changes to the buildingôs envelope specification late in the process. Figure 1 illustrates 

the process graphically. 

Table 13 summarizes the market actors involved in each step of the decision making 

and construction process. Specific nuances to the design decision process and market 

structure specific to each submeasure are detailed below.  

Design 
Concept

ÅAesthetics driven 

ÅBased on target 
market and budget 
allocation
--> Most decisions 
on construction 
types, styles, 
dimensions & 
location (on building 
envelope) are made

Compliance 
Planning

ÅSubmit permit 
applications

ÅModel performance 
and Determine code 
compliance margin
May take place prior 
to, in parallel, or 
after construction 
start

Construction

ÅMaterial 
procurement and 
delivery

ÅTrades coordination

ÅConstruction and 
installations per 
designed and 
scheduled

Compliance & 
Enforcement

ÅVerification visits as 
needed

ÅPopulate and 
submission of 
compliance 
documents

ÅCode inspections
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Table 13: Thermal Envelope Market Actor Involvement by Construction Process 

Stages Design 
Compliance 
Planning 

Construction 
Compliance 

& 
Enforcement 

Designer ǒ    

Developer/Owner ǒ    

Architect/Engineer ǒ ǒ ǒ  

Plan Examiner  ǒ   

Energy Consultant  ǒ  ǒ 

Contractor/Installer   ǒ ǒ 

HERS Rater    ǒ 

Building Inspector    ǒ 

Submeasure A: Envelope ï Roofing Products 

Roof product types are specified by designers and architects early in the design process 

based on energy and structural performances and aesthetics. Roofing and insulation 

contractors install the roof assembly based on the resulting construction specifications.  

Submeasure B: Envelope ï Roof/Ceiling Insulation 

Roof and ceiling insulation location, type, and performance are a function of roof 

assemblies. Depending on the presence of an attic versus flat roof and roof deck 

construction, a combination of insulations at the roof deck and ceiling may be specified. 

Regardless, contractors execute the installations per design. 

Submeasure C1: Envelope ï Wall U-Factor 

Wall assemblies are decided early in the design process and influenced by structural 

requirements, fire code, cost, and building aesthetic. Designers choose between metal 

wall construction; wood or metal framed; masonry; timber framed; or a combination of 

those construction types. Early design decisions on wall assembly type limit the 

available range of design choices and adjustments to those possible given the 

assembly type. 

Regardless of assembly types, walls construction takes place immediately after 

foundation work. Framing contractors build wood and metal framed walls onsite with 

pre-engineered and ordered parts. Plumbing, electrical, and mechanical trades come in 

after wall construction, but before the framing contractor (or a separate insulation 

contractor) installs cavity and exterior insulation. Weatherproofing design and materials 

can affect the insulation products used on the outside face of the wall (i.e. rigid 

continuous insulation vs. rock-wool. Masonry walls may be coupled with various 
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insulating, weatherproofing, and veneer finish combinations on the interior and exterior 

surfaces. 

Submeasure C2: Envelope ï Quality Insulation Installation 

The energy consultant often decides in consultation with the rest of the design team 

whether to include QII to improve compliance margin using the performance approach, 

or as required if using the prescriptive approach (in most climate zones). QII verification, 

typically managed by the construction manager, takes place during construction and 

requires coordination between the installation trades and verifier. QII consists of two 

distinct stages of verification: an air-seal stage after framing when stud bays are 

exposed, and an insulation installation stage when insulation has been installed but 

before drywall or other internal finishes, such as shower stalls or cabinetry, cover visual 

access to the insulation. The air sealing inspection is to confirm that the cavity stud bays 

would have minimal likelihood of air movement through the insulation (which would 

render insulation less effective). The insulation installation inspection is to confirm that 

insulation was installed per manufacturerôs instructions, without compressions, gaps, or 

voids, filling the cavityôs volume in its entirety.  

The 2019 residential standards QII protocol calls for direct inspection of 100 percent of 

the thermal envelope at each of these stages. Due to these verification protocols, HERS 

Raters visit each building site at minimum two times, one for each stage. However, for 

projects that have trouble coordinating the timing of inspection access relative to the 

tradeôs installation schedules and for large projects where the envelope could not be 

inspected within the span of one visit, it is possible and common for HERS Raters to 

visit multiple times, for each stage of inspection, in order to capture the entirety of the 

envelope. This is particularly likely for larger buildings and buildings with a more 

complicated envelope. 

A failed QII verification, especially one that fails due to lack of visual access to conduct 

the protocol rather than observed insulation installation defects, can be prohibitive to 

mitigate as it would require the removal of internal finishes or installed insulation to 

grant mitigation and verification access. Additionally, by the time the project knows that 

it has failed QII, there are very few performance compliance options available to replace 

the energy impact of that failed QII using the performance approach. For this reason, a 

project that is using QII as a code compliance measure must plan and coordinate 

between the energy consultant, the insulation trades, the site foreman, and the HERS 

Rater. 

The current QII protocol is based on residential wall assembly types and is not 

conducive to application to curtainwall assemblies. In some cases, curtain wall 

assemblies are shipped to the site fully sealed, preventing the capacity for either the air-

sealing or insulation quality inspection altogether. The Statewide CASE Team 
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determined that developing appropriate and applicable QII protocols for the diverse 

types of curtainwall assemblies would be prohibitive, and therefore proposes that 

curtain wall assembly types be absolved from the QII requirement regardless of the 

buildingôs total conditioned floor area. QII Buildings that us curtainwall assemblies on 

only a portion of their envelope would still be required to have QII conducted on all other 

wall sections. 

Submeasure D: Envelope ï Fenestration Properties 

Fenestration products include windows, sliding glass doors, French doors, and 

skylights. Fenestration products fall into two primary categories when installed in framed 

wall construction (often referred to as punched windows): manufactured and site-built. 

Field fabricated is a third category but is significantly less common. Curtain wall 

fenestration follows a different market structure described later in this section. For 

manufactured fenestration in framed walls, developers and their contractors may order 

fenestration products directly from distributors and have them delivered to the 

construction site as a unit. These products come in a wide variety of sizes and 

dimensions, and their energy performance characteristics are certified and displayed on 

their NFRC labels.  

In contrast, window contractors assemble site-built fenestration within framed 

construction openings at the building site according to size and aesthetic specifications 

provided by the design team. Site-built fenestration is assembled with specific factory-

cut or formed framing and glazing units. Site built fenestration is typically chosen to fulfill 

a custom aesthetic or to provide for larger fenestration that cannot be easily shipped 

when fully assembled. Field fabricated windows are those whose frame is built on-site 

and has no previous manufacturing component (not a subset of site-built fenestration). 

Field fabricated windows are comparatively uncommon. 

Manufactured, site-built, and field fabricated fenestration are placed into an opening 

within the building envelope, based on specifications from the design team. The curtain 

wall fenestration market is similar to that for site-built. The buildingôs design team 

specifies curtain wall fenestration size, aesthetics, and thermal properties, and they 

order customized products that meet the specification. The specified fenestration can 

either be assembled off site in a factory within panelized wall sections or delivered in 

components and assembled on site.  

For all fenestration, architects work with developers and/or building owners early in the 

design process to decide fenestration size and construction type (punched window or 

curtain wall). These early design decisions set the direction of the code compliance 

options or path. Once that path is chosen, it is common for the project team to adjust 

product selection choices in response to cost and product availability. Often, energy 

consultants inform product selection to ensure energy code compliance.  
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Submeasure E: Envelope ï Fenestration Area 

The building design team decides window sizes and locations early in the design 

process. There are many factors driving a multifamily buildingôs window selections 

including aesthetic preferences, daylighting intentions, cost (windows are generally 

more expensive than walls), and fire code. Subject matter experts conveyed that the 

energy codeôs window area limits are not a driving factor for fenestration design. Fire 

code requirements regarding operable windows, egress, and safety are critical, but the 

window area necessary to meet those requirements is insignificant relative to proposed 

energy code limits. Once design is complete, changes to window area is rare.  

3.1.2 Technical Feasibility, Market Availability, and Current Practices 

3.1.2.1 Submeasure A: Envelope ï Roof Products 

This proposed submeasure aligns roof product solar reflectance and thermal emittance 

requirements across multifamily buildings in climate zones groups, primarily based on 

the roof slope. The proposal does not introduce additional product performance 

stringency nor selection limitations beyond existing roof requirements.  

The Cool Roof Rating Council (CRRC) is the entity that manages the rating and 

certification of roofing products for their durability and energy performance. As of 

December 2019, there were nearly 3,000 products registered in the CRRC database. Of 

these, 2,636 (and 89 percent) products meet the existing Title 24, Part 6 cool roof 

requirements for low-or steep-slope roofing. 183 manufacturers are represented in the 

CRRC database, and they encompass almost all major roofing product manufacturers. 

The distribution of compliant products is shown in Figure 2.  
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Figure 2: Number of CRRC-registered products that meet current Title 24, Part 6 
minimum criteria for ASR and thermal emittance. 

Source: Cool Roof Rating Council 

Of the 2,636 products that meet the prescriptive cool roof requirements, 768 products 

meet requirements for low-slope roofing, and 2,465 products meet requirements for 

steep-slope roofing. 62 percent of products are listed as appropriate for both low-slope 

and steep-slope installations. These include single-ply, fluid applied membrane, 

asphaltic membrane, and metal coating products, which are the products most 

commonly installed on low-slope roofs.  

3.1.2.2 Submeasure B: Envelope ï Roof/Ceiling Insulation 

The proposed submeasure combines roof and ceiling insulation requirements across 

high-rise and low-rise multifamily buildings in climate zones groups, primarily based on 

the presence of an attic. Adjustments are made to subject multifamily buildings with flat 

roofs to U-factor requirements equivalent to those for an attic roof Option C (with ceiling 

insulation located between the attic and the conditioned space). This does not introduce 

additional product performance stringency, nor selection limitations beyond existing roof 

and ceiling insulation requirements.  

A wide selection of insulation products exists in the market. Above roof deck rigid 

insulations can be made of polyisocyanurate (polyiso), polyurethane, and polystyrene. 

Polyiso products have the highest R-value per inch thickness and are the most 
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economic on a per R value basis. Below roof deck and ceiling insulations utilize the 

same insulation types and products, with batt and loose-fill insulation products (with 

cellulose or mineral material) being the most common insulation products and spray 

polyurethane foam (SPF) used for niche applications.  

3.1.2.3 Submeasure C1: Envelope ï Wall U-Factor 

This proposed submeasure creates a new list of wall construction types, each with its 

own assembly U-factor requirements by climate zone. The new list pulls from the 

construction types (and U-factor requirements) currently used in the nonresidential and 

residential standards. The proposal was designed to achieve simplification of code 

compliance for a unified multifamily code. The Statewide CASE Team research pointed 

to technical and market availability barriers to complying with a unified wall assembly 

thermal resistance requirement for wood or metal framed walls due to the confluence 

between energy code, fire code, and structural code.  

Technical Feasibility 

Fire code mandates that certain walls fulfill a zero-hour, one-hour, two-hour, or three-

hour fire rating. Generally, walls in larger and taller buildings and walls with less 

separation from a neighboring structure must meet a higher hour-rating. For wood and 

metal framed walls, the available assembly and insulating options that achieve both a 

two-plus-hour fire rating and achieve low assembly U-factors have:  

¶ Limited availability 

¶ Higher cost 

¶ Complicated construction methods (regarding assembling thick continuous 

insulation layers),  

¶ Secondary impacts: The builder must choose a thicker overall wall assembly, 

which results in a smaller conditioned floor area given the same building exterior 

footprint.  

Additionally, fire ratings are typically tested at the assembly level. Innovative solutions 

that might combine new high R-value density insulation products are therefore slow to 

complete fire testing and reach the market. To resolve this overall challenge, the 

Statewide CASE Team proposes that for wood and metal framed wall assemblies, the 

Title 24, Part 6 Standards should have two different categories of assembly U-factor: 

one for walls rated either zero or one hour, and one for walls rated two or three hours. A 

buildingôs fire rating is determined by combined factors of its construction type, height, 

number of stories, and sprinkler system. Due to this multifactor method of determining 

fire rating, there is some overlap of ratings by number of stories but generally buildings 

up to five stories can have zero or one-hour ratings, and taller buildings will have a two- 
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or three-hour fire rating requirement. A buildingôs fire rating is well understood and 

known by building designers and architects. There are also fire-rating variances based 

on the proximity of a neighboring building. Having another building close can force an 

increased a fire rating for a specific wall, but for residential occupancy classes, those 

considerations only impact the determination between zero-hour or one-hour and would 

not result in a change of energy requirements under this proposal.  

Similarly, structural codes require high shear strength for taller buildings and present a 

feasibility challenge to meeting stringent U-factor levels. Certain exterior rigid insulation 

and cladding options (such as three-coat stucco over one-inch rigid foam board) that 

are common in low-rise buildings cannot meet shear strength requirements of taller 

buildings (typically five stories or more). Both technical limitations, from wall assembly 

fire rating and shear strength, apply to high-rise buildings. The overlap in technical 

feasibility emphasizes and solidifies the Statewide CASE Teamôs decision to delineate 

wall assembly U-factor requirements based on fire-code ratings.  

From this point forward, discussion in this section focuses on considerations associated 

with consolidating mass wall construction types. While these issues are not directly 

concerned with technical feasibility, the divergence of categories poses a challenge to 

high-rise/low-rise alignment. The discussion below provides the rationale behind and 

assesses the impact from the proposed consolidated categories.  

For thermal mass and below grade walls, the current residential and nonresidential 

standards use different metrics to delineate energy code prescriptive categories. This 

proposal reduces the number of prescriptive categories and applies the new categories 

across all multifamily construction to reduce compliance complication. The current 

residential standard has four relevant categories, with different assembly U-factor 

requirements for above-grade and below-grade walls, and within each of those 

classifications there are different requirements for internally and externally insulated 

walls (referencing if the insulating layer is primarily on the outside of the wall, thus 

exposing the thermal mass to the conditioned area, or inside the wall, thus keeping the 

thermal mass outside the buildingôs thermal envelope).  

The Statewide CASE Teamôs review of prior standards and subject matter expert 

interviews indicated that the externally insulated prescriptive categories were added 

during the 2013 code cycle (with less stringent U-factor requirements than those for 

internally insulated) to move the market towards higher adoption rates of externally 

insulated mass and reap temperature stabilizing benefits of exposed internal thermal 

mass.  

In contrast, the current nonresidential standards have two categories based on the 

thermal massô heat capacity: one for 7-15 Btu/ft2-F and one for greater than 15 Btu/ft2-F. 

The Statewide CASE Team proposal collapses these six multifamily-related categories 

into two that serve the entire multifamily market:  
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1. Heavy thermal mass (greater than 15 Btu/ft2-F), which follow the prescriptive and 

mandatory U-factors of the current nonresidential standards of the same name.  

2. Light thermal mass (7-15 Btu/ft2-F), which follows the prescriptive U-factors of the 

current residential standardôs internally insulated mass category. These walls will 

follow the mandatory maximum U-factor requirements from the current 

nonresidential requirements for light mass. 

Below-grade walls, which are rare in multifamily developments, can comply with code 

by following the performance path. The proposal applies mandatory maximum U-factor 

requirements from current nonresidential standards for all above grade mass walls to 

reduce conflicts with fire code. Podium style buildings often require high fire rated mass 

walls on the lower floors that cannot be cost-effectively constructed to the current 

residential mandatory maximum U-factor requirements. Prior CASE Teams derived 

those limits in the context of mass walls in single family homes that do not have the 

same fire rating conflicts.  

The primary purpose of the re-categorization is simplification. Various data sources 

confirm that mass and below grade walls are infrequently used in multifamily buildings. 

Additionally, most multifamily construction projects already use the performance 

approach for code compliance. Therefore, the reduction of mass and below grade wall 

prescriptive categories will impact few projects. Internally insulated thermal mass walls 

are the more common of the two options, and projects that prefer to use external 

insulation can take the performance approach to model the thermal mass benefit of that 

choice. 

Table 14 below assesses the impact on each wall category based on Climate Zone 12ôs 

prescriptive requirements (as representative of the typical variation).  

Table 14: Market Impact Analysis on Mass Wall and Below Grade Wall Assembly 
Prescriptive Categories in Multifamily Buildings ï Climate Zone 12 

 Wall type Current  
U-factor 

Proposed  
U-factor  

Change Analysis 

Heavy mass ï  

High Rise 

0.253 0.253 Equivalent   

Light mass ï  

High Rise 

0.170 0.070 More 
stringent 

Unlikely to exist in the market 

Heavy mass  
internally insulated ï  

low rise 

0.070 0.253 Less 
stringent 

Unlikely to exist in the market 

Heavy mass  
externally insulated ï 

low rise 

0.125 0.253 Less 
stringent 

Unlikely to exist in the market 
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 Wall type Current  
U-factor 

Proposed  
U-factor  

Change Analysis 

Light mass  
internally insulated ï  

low rise 

0.070 0.070 Equivalent   

Light mass  
externally insulated ï  

low rise 

0.125 0.070 More 
stringent 

Performance path option 
gives credit for choosing 
externally insulated thermal 
mass benefits 

Below-grade  
internally insulated ï  

low rise 

0.070 0.070 Equivalent   

Below-grade  
externally insulated ï  

high rise 

0.200 0.070 More 
stringent 

Performance path option 
gives credit for choosing 
externally insulated thermal 
mass benefits 

Market Availability and Current Practices 

Multifamily buildings are predominantly of wood frame construction, as shown in Figure 

3. Subject matter expert interviews revealed that wood-framing above a concrete 

podium is particularly common, though concrete podium floors are most often for 

parking, bicycle storage, and other building amenities, and not for any dwelling units. 

Use of metal framing is considerably rare. Between three data sources; PG&Eôs 

California Multifamily New Homes (CMFNH) program data, CoStar, and an Evergreen 

Economics survey, there were only three instances of metal framed construction. Metal 

buildings (structural steel) are relatively common for taller buildings, growing in market 

share as building height increases.  

 

Figure 3: Wall construction type by number of habitable stories.  

Source: (CoStar n.d.) 
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Wall construction is not restricted in any way by product availability. The products 

necessary to achieve the proposed construction assembly U-factors, across all wall 

types, are ubiquitous. Achieving especially low U-factor walls is most restricted by the 

wall thickness builders are willing to consider (due to its impact on conditioned floor 

area), and therefore, the R-value per inch of cost-effective insulating materials. Experts 

expressed that some insulating materials with particularly high R-value per inch (for 

example phenolic foam) are entering the market, which may improve the potential of low 

U-factor walls without the same loss of conditioned floor area.  

3.1.2.4 Submeasure C2: Envelope ï Quality Insulation Installation 

The proposed code change leverages existing requirements and applies them across all 

multifamily buildings up to 40,000 ft2 of total conditioned floor area, rather than a subset 

based on the number of habitable stories (three or fewer for the current residential code 

and four or more for nonresidential code). Overall technical feasibility is not a barrier for 

the proposed QII code requirement. The materials, methods, and construction norms 

are all within current technical limits. However, extending QII verification to high-rise 

multifamily buildings presents challenges because the third-party verification process for 

non-mechanical equipment is not used in high-rise projects.  

The energy savings from the proposed QII code change are expected to last for the 

entirety of building lifetime, 30 years, with minimal degradation over time. The proposed 

code change improves the thermal performance and overall quality of envelope 

construction and results in enhanced occupant comfort. There are no anticipated 

changes in maintenance routines associated with QII. 

The Statewide CASE Team used subject matter experts (SMEs) and stakeholder 

feedback as the principle means of soliciting, then vetting, code requirement options. 

The Statewide CASE Team solicited general proposal feedback, study approach, and 

relevant technical and market data sources via phone interviews and email 

correspondence with 16 SMEs. The SMEs represent views and experience from market 

actors including manufacturers, insulation installers, designers, energy consultants, 

HERS Raters, and voluntary efficiency program implementers. 

Technical Feasibility 

The Statewide CASE Team proposes to extend QII verification to high-rise multifamily 

buildings, which had in previous codes applied to low-rise buildings either prescriptively 

or for performance credit. There are two critical challenges in applying QII to all 

multifamily buildings: 

1. Verification for larger buildings becomes logistically challenging and cost 

prohibitive due to staged construction and timing of access for verification 

activities, and 
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2. Performance compliance mechanisms, such as derate factors and verification 

protocols, only exist for low-rise buildings and were derived from single-family 

home norms that do not necessarily work well in multifamily settings.  

SMEs described challenges in inspecting larger multifamily buildings. Experts varied in 

their sense of what constitutes a large multifamily building, but it is generally in the 

range of 40 units or greater, which correlates well to a 40,000 ft2 threshold. For such 

buildings, wall-assembly air-sealing, insulation installation, and installation of interior 

finishes (such as drywall) are not scheduled uniformly across the building envelope, but 

are instead staged over time, with some steps occurring in parts of the building 

concurrent to other steps occurring elsewhere. Often, staging is floor-by-floor. 

Installation of certain interior finishes, such as shower stalls, kitchen cabinets, and 

stairwell framing often occurs separately and earlier than the rest of a wallôs interior 

finish. 

The current QII verification protocol relies on two inspection points, each intended to 

visually verify 100 percent of the buildingôs insulated thermal envelope (walls, attic/roof, 

and floors over unconditioned space) in a single visit. One inspection point is for air 

sealing of the envelope with all cavities un-insulated and exposed, the second is with 

cavity insulation installed but without interior finishes covering it. For some assembly 

types, a third visit is required to verify aspects of full air sealing that occur late in 

construction. The protocol calls for inspection of other insulating surfaces, such as 

continuous insulation layers, either external or internal to framed cavities. For staged 

construction, it is impossible to conduct these inspections in one visit each. Verifiers of 

larger buildings informed the Statewide CASE Team that managing logistics and 

scheduling, even of multiple visits, can be prohibitively complicated, which results in 

missed opportunities to inspect certain envelope sections at the required inspection 

points and therefore failed compliance with QIIôs requirements.  

The Statewide CASE Team considered multiple metrics and specific criteria to serve as 

the upper threshold for buildings the extended QII requirement. The metrics include 

conditioned floor area (CFA), dwelling unit floor area, number of dwelling units, number 

of stories, thermal envelope surface area, as well as multi-criteria combinations. The 

Statewide CASE Teamôs decision to use CFA was driven by it being an uncomplicated 

standard data point for all multifamily buildings, and for being the most determinant of 

the options available on whether thermal envelope assemblies would be completed in 

multiple stages.  

The Statewide CASE Team formulated the CFA metric based on a combination of SME 

interviews and stakeholder surveys results. Experts and stakeholder considerations 

included the likelihood of construction staging practices and an assessment impact on 

verification time (and consequently number of visits and costs) likely for full-QII at 



 

2022 Title 24, Part 6 Draft CASE Report ï 2022-MF-RESTRUC-D | 87 

varying building sizes. The Statewide CASE Team determined that 40,000 ft2 was an 

appropriate upper bound to apply the QII verification requirement.  

Market Availability and Current Practices 

The Energy Commission oversees the HERS Providers who train and certify HERS 

Raters. CalCERTS and ConSol Home Energy Efficiency Rating Services Inc. 

(CHEERS) are the two HERS Providers. CalCERTS (CalCERTS n.d.) reported having 

more than 600 active Raters providing 5,600 home ratings in 2018. ATT personnel 

currently performs compliance verification for lighting and mechanical systems in high-

rise multifamily buildings but not for envelope related measures such as QII. This 

measure, if performed by an ATT, would present a new type of ATT verification services 

for multifamily new construction buildings. This report presumes that HERS Raters 

would be leveraged for this verification process rather than ATT professionals. 

CalCERTS data show that 45 percent of low-rise multifamily buildings built under 2013 

and 2016 Title 24, Part 6 codes took advantage of the QII performance credit for 

buildings. PG&Eôs above-code multifamily incentive program, California Multifamily New 

Homes (CMFNH)  (CMFNH n.d.) data shows 29 of 94 unique buildingsðjust over 30 

percent of participating low-rise buildingsðreported electing to go through QII HERS 

verification on their compliance documents. Since QII only recently became a 

prescriptive requirement for low-rise multifamily buildings under the 2019 code cycle, 

industry experts expect that use of QII HERS verification, even in buildings that use the 

performance approach for compliance, would increase sharply.  

The proposed code change would increase the number of buildings that require QII 

verification. This in turn would increase the demand for trained and available HERS 

Raters, and the demand on the HERS registry to compile compliance documentation. 

Staff at CalCERTS stated that they are confident in their ability to update and expand 

the registry itself to capture QII documentation from this larger quantity of buildings. 

Likewise, they are confident in the availability of enough Raters to serve the expanded 

market base.  

Additionally, this proposed code change would require building developers who 

previously did not interreact with HERS Raters or the HERS registries to start. Many of 

the mid-rise multifamily builders this would impact do however have experience with the 

California HERS process on projects of three stories or fewer, and therefore are unlikely 

to encounter challenges with hiring HERS raters for their mid-rise projects nor 

interacting with the registry. Builders that have no experience with the HERS system 

would face a learning curve to build relationships with HERS Raters, contracting 

practices, and HERS Registry interactions.  
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3.1.2.5 Submeasure D: Envelope ï Fenestration Properties 

Technical Feasibility 

For buildings over eight to nine stories, windows must meet higher wind-deflection, rain-

penetration load, and similar durability requirements, which often necessitates the use 

of metal framing. In other situations, designers choose metal framing for aesthetic 

purpose or to meet local ordinances. Large window expanses are most frequently 

achieved with metal framing. Metal framing, typically aluminum, has higher conductivity 

than vinyl or fiberglass, which limits the overall window thermal performance by 

increasing its U-factor. This is the case even with the use of thermal breaks within the 

metal framing. This is especially the case for operable windows where there is a higher 

framing factor to allow for hinges, sliders, and other mechanical methods to allow the 

windows to operate. Metal framed windows cannot improve above current practice and 

code without substantial and costly changes in the window assembly. The proposed 

fenestration thermal properties constitute the most efficient and technically-possible 

level when using metal-framed dual-pane window construction. To achieve the 

proposed levels, window manufactures must apply a blend of thermal improvement 

strategies including warm edge spacers, wider thermal breaks, argon fill, and additional 

or improved low-e coatings. The Statewide CASE Teamôs proposal assumes builders 

that canôt achieve the proposed efficiency levels from available dual-pane products 

would prioritize their design aesthetics and make other energy improvement elsewhere 

via the performance route, or they may choose to use triple pane window products at 

higher cost, or use multiple, smaller site-built windows that allow for non-metal framing 

options like vinyl framing or wood.  

Each alternative is technically feasible and readily available in the market. Use of 

smaller site-built windows would force an adjustment to the designersô preferred 

aesthetic. Use of thermally improved or triple-pane windows come with a cost premium. 

Stakeholders speculated that the extra weight inherent in triple pane windows could 

increase labor costs, though the Statewide CASE Team did not find specific data to 

support that concern. There is also the option of advanced skinny triple windows with a 

thin pane of glass as the middle pane. These advanced window options are technically 

feasible, but they come with a cost premium as these are still not widely available on the 

market. Stakeholders expressed doubt that builders would opt for an aesthetic design 

change, and they voiced concerns about cost premium for the alternative products. The 

Statewide CASE Team believes that there are sufficient viable products on the market 

to meet the U-factor requirements, so builders have options.  

Beyond cases where higher window durability is necessary, there is no technical 

feasibility variance between low-rise and high-rise windows. The current residential 

standards, and evidence from above code-program data showing use of windows at or 

better than the proposed thermal performance levels, demonstrate that the proposed 
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products are both technically feasible and market available for most multifamily 

windows.  

The Statewide CASE Team researched if it would be appropriate to apply a less rigid 

energy efficiency standard for NAFS Performance Class AW windows. Such windows 

must fulfill the AAMA/CSA101/I.S.2/A440 test standard to prove durability from wind and 

water penetration, load deflection, and forced entry. This designation is common for 

windows in high rise buildings, or similar high-load window situations. The Statewide 

CASE Team determined that such a designation could be a valuable differentiator to 

allow for a lesser energy efficiency requirement in situations where aluminum framing is 

clearly warranted for structural purposes. However, ultimately the proposal found that 

cost effectiveness can be achieved even with Class AW windows when combined with 

the proposed all-electric requirements in a different CASE Report. The same 

requirements are therefore proposed for all non-curtain wall windows, independent of 

Performance Class. 

The biggest challenge to meet the proposed values will be for large site-built windows 

and other cases where aluminum framing is common. Interviews with stakeholders 

revealed that although some manufacturers have found a way to seamlessly 

reconfigure aluminum windows to be triple pane, this is not the norm. Extrusion designs, 

dead load capacity, glazing systems, cycle testing, American Disability Act compliance, 

and supply chain offering would all need to be re-evaluated in order to support this level 

of flexibility in their manufacturing processes. As many supply chains rely heavily on 

local fabricators to meet their demands, there is also concern that these manufacturers 

might not all have the technology readily available to transition to lower U-Factor 

requirements. Argon filling, warm edge spacers, and thermally broken frames, are all 

methods that aluminum framed manufacturers would need to implement to lower their 

U-Factor requirements, but access to the necessary machinery and supplies is not 

widespread. Therefore, aluminum frame window manufacturers would have a difficult 

time meeting the 0.30 U-Factor requirements. Although vinyl windows would have an 

easier time meeting these requirements, they would have a difficult time meeting the 

pressure test standards that architectural windows (AW) meet for buildings above nine 

stories without sacrificing the aesthetic appeal of the overall building. One stakeholder 

pointed out that multi-cavity vinyl window frames that may meet AW standards would 

have much bulkier sightlines than aluminum windows and curtainwall systems. This 

reduces natural daylighting and views, and would likely not be acceptable to U.S. 

designers, as a move to clear and unobstructed window design is preferred. Another 

stakeholder noted that it was more feasible for a vinyl window manufacturer to achieve 

a commercial window requirement; however, they would face considerable challenges 

achieving these requirements for large window sizes. Again, this reduction in views for a 

luxury apartment would make this window type undesirable to builders and architects.  
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Some stakeholders expressed a preference to maintain different standards between 

site-built and manufactured window typesðallowing for a less stringent U-factor 

requirement for site-built windowsðas a means to allow for larger, metal framed, site-

built windows with higher U-factors. The Statewide CASE Team rejected this option. 

Such a standard would be a backslide reducing energy savings. Current code already 

contains a prescriptive exception for small quantities of site-built fenestration that would 

be retained under this proposal. Additionally, site-built glazing is nearly indistinguishable 

visually when in place, which would complicate code inspection and compliance. 

Curtain wall glazing at or exceeding the proposed values is similarly technically viable, 

though it requires maximal application of thermal improvement measures such as warm 

edge spacers, wider thermal breaks, argon fill, and additional or improved low-e 

coatings 

Market Availability and Current Practices 

Multifamily buildings statewide predominately use manufactured window products as 

shown in the CMFNH data. Within PG&Eôs above-code multifamily incentive program, 

CMFNH (CMFNH n.d.), all of 85 unique low-rise buildings (three habitable stories and 

lower) and 32 of 36 unique high-rise (four habitable stories and higher) buildings 

sampled report installing manufactured window products. In contrast, roughly 14 

percent, or 5 of 36 high-rise buildings, reported installing site-built windows 

There is a large, competitive market of window manufacturers that supply manufactured 

fenestration to local distributors based on market demand. Window manufacturers have 

demonstrated a willingness and capacity to increase production of certain products, or 

to add new product lines, in order to fulfill an enhanced market demand. 

Manufactured window products are readily available, and NFRC maintains an online 

directory of thousands of certified manufactured windows under 29 configurations 

(NFRC n.d.). Major window manufacturers in North American by sales volume are 

Anderson Windows & Doors, Jeld-Wen, Marvin Windows and Doors, Masonite, Pella 

Corp, Ply Gem, Velux USA, and YKK AP America. For larger projects, both curtain wall 

and manufactured windows from Kawneer, Efco, Wassau, and Old Castle Building 

Envelope are common. These manufacturers all produce windows that meet or exceed 

the proposed thermal performance requirements, including aluminum dual pane 

windows certified as Performance Class AW. Manufacturers and window experts state 

that vinyl windows that fulfill the proposed requirements are readily available on the 

market. Local planning ordinances in some cities mandate the use of metal framing, 

sometimes situationally such as on the road-facing faade, for aesthetic reasons. These 

ordinances will force higher window costs for buildings in these municipalities.  

In terms of window U-factor performance, CalCERTS (CalCERTS n.d.) registry data 

indicate that 37 percent of low-rise buildings built under 2013 and 2016 Title 24, Part 6 
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codes meet or beat the existing 0.30 U-factor requirements as shown in Figure 3. The 

data represents all low-rise projects submitted under the 2013 and 2016 code cycles 

and represents a total of over 132,000 dwelling units. 

 

Figure 4: Window U-factor frequency ï CalCERTS data. 

Source: CalCERTS (CalCERTS n.d.). 

While this data is limited to buildings of three or fewer habitable stories, the same 

window products used in low-rise construction are available to taller buildings.  

3.1.2.6 Submeasure E: Envelope ï Fenestration Area 

Technical Feasibility 

The Statewide CASE Team found no technical issues with this submeasure. Subject 

matter experts confirmed that window quantity is a planning or design-aesthetic choice. 

In many instances, local planning department ordinances play a role in determining 

window fenestration area, but those ordinances do not force builders to put in 

fenestration above the proposed area limits.  

Market Availability and Current Practices 

Market availability is not applicable to this submeasure, as it addresses the metric to 

limit total window area and not products or techniques specifically.  



 

2022 Title 24, Part 6 Draft CASE Report ï 2022-MF-RESTRUC-D | 92 

Current market norms, as shown from CMFNH (CMFNH n.d.) data in Figure 5 and 

Figure 6 below, demonstrate that most multifamily buildings fall within a relatively 

narrow band of window-to-floor area ratio with a broader band of norms for window to 

wall ratio. Window-to-floor area ratio, generally, is a more limiting requirement for a 

broader swath of the market.  

 

Figure 5: Window-to-floor area histogram ï CMFNH data. 

Source: PG&E California Multifamily New Homes Program (TRC n.d.). 

 

 

Figure 6: Window to wall area histogram - CMFNH Data. 

Source: PG&E California Multifamily New Homes Program (TRC n.d.). 
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The window area metrics data only includes glazing areas and floor areas from tenant-

facing spaces for the proposed window-to-floor ratio. The data includes 34 high-rise 

projects that met nonresidential code requirements. Those projectsô window-to-wall ratio 

and window-to-floor area ratios are presented arranged by each buildingôs wall area to 

floor area ratio in Figure 7. The data shows that for the majority of buildings, the 

window-to-wall ratio fell well below the 40 percent window-to-wall ratio maximum 

glazing allowed by prescriptive code; therefore, they could increase glazing areas 

without penalty. In performance modeling, these buildings do not get an extra tradeoff 

benefit from this choice, as the reference design has the same window area as the 

proposed design. This self-limiting of glazing quantities reflects that these decisions are 

driven by costs, aesthetics, or other design considerations.  

The Statewide CASE proposes to institute both the 40 percent window-to-wall ratio and 

20 percent windows-to-floor ratio thresholds for all multifamily buildings. These two 

requirements in conjunction provide a unified set of requirements for all multifamily 

buildings, and they cover the basis for various building wall area to floor area ratios 

while upholding stringencies from existing requirements.  

 

Figure 7: Window area ratios in CMFNH high-rise buildings. 

Source: PG&E California Multifamily New Homes Program (TRC n.d.). 

The Statewide CASE Team proposal includes maintaining the nonresidential codeôs 

method of limiting west-facing glazingða 40 percent window to wall area limit on the 

west faade, enforced through performance modeling via the nonresidential ACM. 

There is no explicit prescriptive requirement. This method was determined to be more 

appropriately applicable than the residential codeôs prescriptive restriction of 5 percent 

window to total floor area. Infill buildings with large western facades, but no available 
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space for windows on other orientations due to other neighboring buildings will have a 

reasonable opportunity to place western-facing fenestration balanced with the wall area.  

3.2 Space Conditioning 

3.2.1 Market Structure 

The proposed submeasures all relate to quality installation of space conditioning 

measures, with the exception of the minor changes to duct insulation requirements. As 

such, the primary market actors are mechanical designers, contractors, and HERS 

Raters. Other market actors include plans examiners, building inspectors, and building 

owners. 

The HVAC and distribution systems that are installed in multifamily buildings today, to 

which these new requirements would apply, can meet the performance requirements of 

this proposal as long as they are adequately considered during the design and 

installation phases. This includes right sizing the mechanical equipment, so ductwork 

and fan systems are also properly sized and not oversized for the application. Duct 

insulation requirements need to be considered during design to ensure there is 

sufficient space for them where they will be located. The mechanical contractor should 

seal the ductwork and air handler system during installation when the system is fully 

accessible, otherwise it can be a challenge to address leaks in the system after 

ductwork is enclosed in a dropped soffit or other inaccessible location. 

The duct insulation and duct leakage testing requirements apply to dwelling units with 

individual ducted distribution systems. Airflow rate and fan efficacy requirements apply 

to individual ducted space cooling systems, and refrigerant charge verification applies to 

all individual cooling systems. There are two broad categories of ductwork: flexible and 

rigid. Most ducts serving new multifamily units are flexible duct, which are cylindrical 

tubes comprised of steel wire helixes covered in flexible plastic. Insulation is easily 

integrated with flexible ducts and is purchased from the manufacturer with specific 

insulation values, typically R-4.2, R-6, or R-8. Rigid ductwork can be cylindrical or 

rectangular and is made from different materials, often sheet metal or fiberboard, and 

are assembled in the field. Sheet metal ducts are insulated in the field by the 

mechanical contractor. The fiberboard itself is inherently insulating.  

Evergreen Economics surveyed 90 multifamily projects across California in 2020 

covering 14,673 dwelling units in total. The on-site surveys collected data on at the site, 

building, and unit level and included information about envelope and mechanical 

attributes as well as building and site characterization. 127 individual units were 

surveyed across the 90 projects. Figure 8, Figure 9, and Figure 10 presents results from 

the survey on HVAC heating system type, the presence of mechanical cooling and, duct 

type, and location.  
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Figure 8: Distribution of HVAC heating system type for sample of California 
multifamily projects. 

Source: Evergreen Economics 

 

Figure 9: Percent of projects with mechanical cooling for sample of California 
multifamily projects. 

Source: Evergreen Economics. 




































































































































































































































































































































































































